


Design 





If you’ve ever tried to design a medium to large sized sequential! 
state machine or controller in a high density PAL®-type architec- 
ture or programmable gate array, you'll be familiar with “product 
term limited,” “routing,” and “skew” problems. By the time you’ve 
dealt with these issues you’ve probably paid a major penalty in 


UvCidil oyoueciil pw LULILIALIC®. 


National Semiconductor, already a leading supplier of quality, 
high speed EECMOS, TTL, and ECL programmable logic devices, 
is proud to introduce a new family of higher-density EECMOS pro- 
grammable logic devices, designed specifically to address the 
needs of high speed controllers and state machines. 


Our new Multiple Array Programmable Logic (MAPL™) family of 
EECMOS devices will perform at system speeds of up to 50 MHz, 
or more if feedback is not required. The MAPL devices offer a 
choice of 28-, 44- or 68-pin PLCC packages to suit your design re- 
quirements and conserve valuable board space. 


In providing flexible, user-programmable architectures that utilize 
standard PLD development tools and programmer support, we 
hope that our high performance MAPL family of devices will help 
you to maintain your competitive edge and win the time-to-mar- 
ket race. 


Rick Walker 
Strategic Marketing Manager 
Programmable Logic 


PAL is a registered trademark of AMD. 
MAPL and OPAL are trademarks of National Semiconductor Corporation. 
UNIX is a registered trademark of AT&T. 


Introduction 





This databook introduces you to National Semiconductor’s new 
MAPL family of higher density programable logic devices. The 
book is not only a compilation of datasheets for the associated 
products, but also includes a software overview of our new OPAL™ 
PLD development software, a detailed application section and fi- 
nally a list of current third-party programming support hardware. 


All MAPL devices contain a core architecture of multiple intercon- 
nected FPLA pages, that is expandable into more resourceful and 
larger pin-count packages. More importantly, the delay time from 
any input to any output via any internal FPLA page is always the 
same for any given MAPL device. Finally, a single MAPL device is 
able to integrate multiple PAL, GAL, and discrete logic devices. 


The first generation MAPL 1 series datasheets cover all aspects and 
switching characteristics of the MAPL128 and MAPL144 devices. 
While the MAPL 2 series advance information sheets give an over- 
view of the second generation MAPL244 and MAPL268 devices. 


MAPL Product Family 
Macro Max Max Speed with 

Device Pins Cells Input Pins Output Pins f/back (MHz) 
MAPLI Series: 

MAPL128 28 27 21 16 45.5 

MAPL144 44 27 21 24 45.5 
MAPL2 Series: 

MAPL244 44 64 a2 32 50 

MAPL268 68 64 36 32 50 
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CHAPTER 1 
MAPL128 Datasheet 





Multiple Array Programmable Logic anes 


General Description 


The MAPL128 and MAPL144 are the first in a new series of © The MAPL128 and MAPL144 are available in 28-pin and 
higher density, electrically erasable CMOS programmable  44-pin, PLCC packages respectively. These packages con- 
logic devices based on a proprietary National Semiconduc- form to the JEDEC standard power, ground and clock pin 
tor programmable logic array architecture. The MAPLi28 _ placements. 
and MAPL144 products integrate multiple Field Programma- 
ble Logic Array (FPLA) device types. The architecture con. Features 
sists of multiple PLAs that are interconnected via program- i High density programmable logic array architecture 
mable macrostate registers and a global input bus. This mul- A apr ye Rear enema 
: oe 45 Mniz sysiem periormance 
tiple PLA architecture imitates a large, continuous FPLA, Fanlaces multiois PAT/ PLA daviens 
allowing easy implementation of complex state machines, e : P bf 
controllers, microinstruction sequencers and general syn- Electrically erasable CMOS technology: 

‘ ‘ — 100% functionally tested 
chronous logic designs. The devices also allow for easy and 
cost effective integration of multiple TTL counter, register — Instantly reconfigurable logic 

— Minimum of 100 erase/write cycles 


and logic functions. 
The MAPL™™ product family is supported by National Semi. Low power: Icc = 140 mA max 
@ 27 programmable macrocells 


conductor’s Open Programmable Architecture Language 
(OPALTM) software package and by other third-party soft- — Choice of DE, JK, RS or T type registers 

ware packages that utilize a common open PLA file format.  ™ Asynchronous reset capability 

OPAL provides for total control of logic utilization and parti- Fully supported by National’s OPAL development soft- 
tioning, within the MAPL devices. ware 

Programming of these devices is accomplished using readi-  ™ Industry standard programmer support 

ly available, industry standard, PLD programming equip- Security cell prevents copying 

ment. NSC guarantees a minimum 100 erase/write cycles. 
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FIGURE 1. MAPL128 


MAPT128 Datasheet ] 


Functional Description 


The MAPL product family solves performance and product 
term limitation problems associated with standard PAL and 
PLA architectures. The product densities allow for integra- 
tion of multiple PLA device types, thereby reducing power 
consumption and board space while increasing system reii- 
ability. The MAPL family is ideally suited to state machine 
designs and offers considerable performance advantages, 
for Mealy and Moore state machine applications, over other 
programmable solutions. An extensive multi way branch ca- 
pability allows for input or state variables to transition to a 
maximum of 65,536 different possible states. 


The MAPL128 and MAPL144 incorporate a flexible macro- 
cell architecture that implements both D-type (with clock en- 
able) and JK registers. This alleviates the need for software 
transformations or additional product terms to implement 
these functions. 


Dynamic Logic Allocation 


MAPL devices utilize a proprietary architecture which dy- 
namically allocates user-defined product and sum terms. 
The allocation of logic is dependant upon the logic design 
requirements. This active partitioning architecture solves 
the performance, power consumption and product term limi- 
tations associated with traditional PAL, GAL, PLA and parti- 
tioned PAL architectures. By determining the state or input 
dependency of each logic term required, only the necessary 
logic terms will be active and consume power. In fact, the 
power consumption of the MAPL128 and MAPL144 prod- 
ucts is close to that of a single standard EECMOS GAL 
device. The reduction'in active sense amps reduces power 
consumption and internal noise without affecting system de- 
sign applications. Either input or state variables can actively 
allocate the required terms for the additional logic arrays 
with zero performance delay. The same product terms re- 
quired for normal output and state transitions are also used 
to control the PLA allocation or loading of the next PLA 
array. An extension of each PLA is used for interconnecting 
the partitioned PLAs. This array extension drives three reg- 
isters called global macrostate registers. The logic partition- 
ing and PLA allocation can be accomplished, automatically 
or manually, by utilizing these user-defined global macro- 
state feedback registers. 


Array Description 


The MAPL128 and MAPL144 each comprise eight individual 
FPLA arrays, interconnected with three global macrostate 
registers. The macrostate registers are available on the 
global input bus, which feeds the inputs of all of the FPLA 
arrays (see Figures 14 and 75). Each FPLA, having both a 
programmable AND array and a programmable OR array, 
offers a significant amount of flexibility over PAL type devic- 
es. Unlike PAL architectures, the product terms in a PLA 
architecture can be shared among multiple outputs and 
state bits. Duplication of product terms for each output or 
state transition is not required, since the OR array is user 
programmable. The FPLA type architecture in the MAPL 
product family, offers the maximum product term utilization 
for additional efficiency and speed, in state machine appli- 
cations. The MAPL devices allow for easy integration of 
multiple PAL, GAL, FPLA and PROM based architectures. 


TABLE I. MAPL Product Family 


| Product | MAPL128._ | MAPL144 


Total Product Terms 132 
28 
16 


Package Pins 

Total Outputs 
MAPL128 Product Description 
The MAPL128 is functionally equivalent to a large, continu- 
ous FPLA. Having a total of 128 product terms (16 x 8 
pages), the MAPL128 is the largest FPLA currently avail- 
able. Additional programmable sum terms provide state 
feedback onto a global input bus, which is available to all of 
the FPLA pages. The device is available in a 28-pin PLCC 
package, with JEDEC standard power, ground and clock pin 
placements. 


The MAPL128 has eight independent FPLA planes, each 
having the same 58 x 16 x 54 configuration. Each AND array 
has a total of 58 true and complimentary inputs. The 16 
product terms provide inputs to the programmable OR ar- 
ray. These 16 transition terms can be programmed and in- 
terconnected to any of the 54 OR terms. Six of the OR 
terms are used for the control of the global macrostate reg- 
isters. The remaining 48 sum terms feed inputs to 24 user 
configured macroceil registers. The macrostate register out- 
puts have fixed feedback paths to the global input bus, to 
determine which PLA page is enabled. Each PLA page is a 
completely programmable entity, similar to any ordinary PLA 
product. Of the 24 user defined macrocell registers, 8 are 
buried, 4 are dedicated outputs and 12 are bidirectional I/O. 


TABLE Il. MAPL128 Pin Description 


| Product | MAPLI25 


Power and GND Pins 
Dedicated Clock 
Dedicated Enable 
Dedicated Inputs Pins 
Maximum inputs Pins 
Dedicated Outputs Pins 
i1/O Pins 

Maximum Output Pins 
Total Pins 





Global Macro-State Registers 
Buried Registers 

Total Output Registers 

Total Registers 


Total AND Array Inputs 
Total OR Array Outputs 


Logic Transition Terms 
Control Terms 

Sum Terms 

Total Product and Sum Terms 








Connection Diagram 
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FIGURE 2. MAPL128 Pinout 
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FIGURE 3. MAPL 144 Pinout 
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MAPL144 Product Description 

The MAPL144 has the same FPLA structure and size as the 
MAPL128. However, the MAPL144 is housed in a 44-pin 
PLCC, allowing an additional 8 dedicated output pins, a ded- 
icated output enable pin, as well as the 44-pin JEDEC stan- 
dard multiple power and ground pins (4 of each). 


TABLE Ill. MAPL144 Pin Description 


| Product | MAPL144 | 


Power and GND Pins 
Dedicated Clock 
Dedicated Enable 
Dedicated Inputs Pins 
Maximum Inputs Pins 
Dedicated Outputs Pins 
1/O Pins 

Maximum Output Pins 
Total Pins 













Global Macro-State Registers 
Buried Registers 

Total Output Registers 

Total Registers 


Total AND Array Inputs 
Total OR Array Outputs 














Logic Transition Terms 

Control Terms 

Sum Terms 432 
Total Product and Sum Terms 564 
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FIGURE 4. MAPL 144 


Logic Macrocell 


The MAPL products include a flexible user configurable 
macrocell structure. The same registered macrocell is uti- 
lized for 1/O, buried and output functions. Each macrocell 
can be configured as a true JK or D type register with clock 
enable. Both register types are implemented in hardware 
and do not require software transformations or additional 
product terms to implement the functions. All buried, global, 
I/O and output register macrocells are clocked on the rising 
edge of clock. 

JK registers allow for implementation of RS and T registers. 
JK registers efficiently implement large state machines and 
counters. Programmable polarity is available on both J and 
K terms allowing “else” conditions to hold, set, reset or 
toggle registers which minimize the requirement for addi- 
tional product terms. The following table assumes non in- 
verting J and K terms. 


TABLE IV. JK Type Macrocell 


| Function | oy | K | att) 
ee | a 

















[ruin [8 | n | onto 
a 


| Function 
| Hold 


Any one of the macrocells can be programmed to select the 
alternative D type output register. The D type output allows 
easy implementation of data registers. This register type 
also maintains complete compatiblity with most PAL devic- 
es. As with the JK register, there is independent polarity 
control on both the D input term and the clock enable term. 
When the enable register input, E, is low, the register con- 
tents are unchanged regardless of CLK and D inputs. 


TABLE V. DE Type Macrocells 


DE Type Macrocell 











All macrocell types have user programmable global control 
features. All register truth tables are dependent on the ini- 
tialization term being inactive. The global term allows for 
asynchronous reset of all macrocells. This term asynchro- 
nously initializes all registers independent of present state, 
macrostate or inputs. The registers will hold the initialized 
data until the next valid, enabled clock, changes the data. 


All output macrocells have flexible output enable control 
which allows for selection from up to three global output 
enable product terms or a dedicated output enable (OE) pin. 
The dedicated OE pin offers AC performance advantages in 
TRI-STATE® delays. 

Each output register can be active low or active high. This allows 1/O feed- 
back or register output to be programmable active low or active high. This 


allows designs to have all registers type and both pin polarities, as shown in 
Figure 7, 


Input/Output Macrocell 





TL/L/11146-6 
Buried Macrocell 





TL/L/11146-7 





JFL/L/11146-8 
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Logic Macrocell (continued) 
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FIGURE 7 





DC Specifications 


Specifications are guaranteed over the recommended oper- 
ating conditions only. 


DC parameter description: 


VoL: Voltage specification with 16 outputs held low 
and loaded at max Ic, level specified. 
Vou: Voltage specification with 16 outputs held high 


and loaded at max Ioy level specified. 


Input high voltage min and input low voltage 
max specifications. 


Current specification for all input and I/O pins 
and include forcing voltage conditions. 


Current specifications sets a single output in a 
high state, forces zero volts (OV) and reads cur- 
rent. The specification disables the outputs not 
tested. The test is for a maximum duration of 
one second. 


lec: Current specification includes Voc, temp, fre- 
quency of operation, number of outputs active 
and output loading. Icc specified with open 
outputs, F(w/feedback) = 25 MHz. 

The worst case power consumption calculation is depen- 

dent on external capacitive loads, frequency of operation 

and number of active inputs and outputs. 


Vin» Vit: 
hy fe: 


los(lo): 


AC Specifications 


The following data summarizes critical AC specifications. 
The AC specifications are based on simulation results using 
worst case commercial Vcc, temperature extremes and ar- 
ray loading. AC load will be equivalent to existing PAL and 
GAL product standards. 





AC parameter description: 


tsgy: 

toLk: 
tcYcLe: 
ty: 

tpzx, tpxz: 
tozx; toxz: 


tipp: 


tinc: 


tuo: 


fut: 


Data input or buried feedback to output or bur- 
ied register input. Register set up time. 


Output register clock to valid data output. 
Clock period with feedback. 
Data hold time for output register clock. 


Input to product term output enable, output 
disable. 


Dedicated OE pin input to output enable, out- 
put disable. 

Propagation delay from pin input or buried reg- 
ister to initialization of register. 

Recovery time from inactive input to valid ris- 
ing edge of clock; minimum time from reset re- 
covery input to clock rising edge. 


Clock width high; minimum clock high to clock 
low. 


Clock with low. Minimum clock low to clock 
high. 

Fmax with buried feedback or input. Maximum 
clock frequency determined; having clock tran- 
sition at buried register feedback, to any regis- 
ter, or input to any register. 1/(tsy) 


Fmax with I/O feedback; maximum clock fre- 
quency determined; having clock transition at 
output register feedback, from output pin to 
any register input. 1/(tsy + tco) 

Fmax without feedback; maximum clock fre- 
quency with no register feedback or inputs. 
Maximum register toggle rate. Determined with 
minimum clock period. 1/(tcy + toy) 


Absolute Maximum Ratings note 1) 


If Military/Aerospace specified devices are required, Ambient Temperature 

please contact the National Semiconductor Sales with Power Applied —65°C to + 125°C | 
Office/Distributors for availability and specifications. Junction Temperature —65°C to + 150°C 
Supply Voltage (Vcc) —0.5V to +7.0V Lead Temperature 

Input Voltage (Note 2) —2.5V to Voc + 1.0V (Soldering, 10 seconds) 260°C 
Off-State Output Voltage (Note 2) —2.5V to Voc + 1.0V ESD Tolerance 500V 
Output Current +100 mA CZAP = mee 

Storage Temperature —65°C to + 150°C MIZAP  tNuse 


Test Method: Human Body Model 
Test Specification: NSC SOP-5-028 REV.C 


Recommended Operating Conditions 
SUPPLY VOLTAGE AND TEMPERATURE 















Parameter Military 

ee ee ee 

oe ee 
i A 0 





Range 


High Level nputVottage || Pact ieer 






+ High Levet Ouiput Voitage 


cern ae 7 
Voo=Min | io=sma | comind | | | os 
flon=sma | me | 


High Level Off State Voc = Max, Vo = Voc (Max) 
Output Current 


Low Level Off State Voc = Max, Vo = GND 
| Output Current 


I Maximum input Current Voc = Max, V; = Voc (Max) 10 pA 
pA 










HH High Level Input Current Voc = Max, Vi = Voc (Max) Sa eS aa SS 


he Low Level Input Current Voc = Max, V; = GND 


los* Output Short Circuit Current | Voc = 5.0V, Vo = GND ee ae 


Ioc | Supply Current | f = 25 MHz, Vcc = Max | = 4 om mA 
MIL/IND 160 mA 


Input Capacitance Voc = 5.0V, Vj = 2.0V 
I/O Capacitance Voc = 5.0V, Vivo = 2.0V 


*Note: One output at a time for a maximum duration of one second. 


Note 1: Absolute maximum ratings are those values beyond which the device may be permanently damaged. Proper operation is not guaranteed outside specified 
recommended operating conditions. 


Note 2: Some device pins may be raised above these limits during programming and preload operations according to the applicable specification. 



















Switching Characteristics over Recommended Operating Conditions 
AC TIMING REQUIREMENTS 













MAPL128-45 | MAPL128-40 | MAPL128-33 





Conditions 


| min | Max | Min | Max | Min | Max 
cena | |" { [| [a[ 
(Input or Feedback before Clock) 
jHoldTime(inputafterciock) | | | S| || | 
[Clock Pulse Width (high/low) | =| | S| 8 || | 


Clock Cycle Period (with 
Buried Feedback) 


iMB Pn [smtoreee tS] fe Tae MHz 
oc 
Frequency 


Parameter 





fwo jwithOFeedback™ | | goo | | a0 || 933 | Mie 
fur aa} fe MHz 


tpr Clock Valid after | Clock Valid after Power-Up | 


tcLK Clock Input to Registered ees Closed, C = 50 — 
Output or Feedback 


tpzxq | OE J to Registered Active High; S1 Open, 
Output Enabled CL = 50 pF 


~ 
7) 


Active Low; S1 Closed, 




























texzq | OE T to Registered From Vo; $1 Open, 
Output Disabled CL = 5pF ae 
From Vou; St Closed, 
tpzx| Input to Output Enable Active High; $1 Open, 
via Product Term Cy = 50 pF 45 st 
Active Low; S1 Closed, 
tpxz) Input to Output Disabled From Voi; S1 Open, 






via Product Term CL = 5pF 


as Vou; S1 Closed, 
= 5pF 


tRESET ee CT Ts ee HS 
wo | lm ot 
me | ol to 


*Actual measurements 


AC Test Load 


Ri = 200 
nl R2 = 390 
OUTPUT 
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Timing Diagrams 
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FIGURE 13. Power-Up Reset Timing 





PLD Comparisons 


The multiple PLA architecture used by the MAPL product 
family can be configured to implement a number of different 
architectures commonly used in systems today. In sequen- 
tial applications MAPL can superset the following existing 
PLD architectures: 


— Field Programmable Logic Sequencers (FPLS) 

— Registered PAL 

— Programmable Microsequencers/Micro Controllers 
— Low Density Gate Arrays/Logic Cell Arrays (LCA) 
— Registered PROM 


The MAPL architecture optimally implements the FPLA or 
FPLS architecture, since it has both a programmable AND 
array and a programmable OR array. The MAPL128 core 
offers competitive performance and significant density and 
power advantages over these other FPLA type products. 


The devices can aiso emulate bit-slice microcode sequenc- 
er instructions and programmable microsequencer with bur- 
ied register stack operations. MAPL offers superior branch 
logic capability over existing products. 


The MAPL architecture can also perform a reduced set of 
microcontroller applications. These functions and other sys- 
tem/bus specific functions are often implemented in low 
density gate arrays. 


By programming the AND array into a fixed decode function, 
a wide word registered PROM architecture with buried regis- 
ters can be implemented. In order to take full advantage of 
the architecture in this application, a portion of the data 
word must be dedicated to generation of the next address. 


Design Technology Testability 


Electrically Erasable (EE)CMOS technology allows the 
MAPL product family to be 100% AC, DC and functionally 
tested prior to shipment. Unlike one-time programmable de- 
vices, the actual array’s true worst case patterns are pro- 
grammed into the device and tested over temperature and 
voltage ratings. The specifications are guaranteed to be true 
worst case parameters, with fully loaded intemal arrays and 


Ordering Information 


MAPL 128 V CC -45 





all (maximum available) outputs switching. The erasabie 
cells allow for the device to be programmed and functionally 
tested, providing the highest programming yields and post- 
programming, functional yields, available in a user program- 
mable device. National Semiconductor guarantees 100% 
field programmability of MAPL products. 


Register Preload 


All macrocell registers have the ability to be preloaded and 
functionally tested. This capability allows the device to be 
forced into undefined or arbitrary states to greatly reduce 
the required number sequential test vectors. The device 
may be put into any desired register state at any point dur- 
ing the functional test sequence. This allows complete veri- 
fication of sequential logic circuits including states that are 
not defined in the normal operational state sequence. The 
register preload is not an operational mode. It is available in 
certified programming equipment for test purposes. The 
register preload algorithm for the MAPL product family, is 
available separately from National Semiconductor. 


Electronic Signature 


Each MAPL product contains 16 bytes of user reprogram- 
mable memory known as the User Electronic Signature 
(UES). The UES may contain any identification information 
desired by the user. This information typically is associated 
with revision numbers, dates, inventory control information, 
identification data and names. The information is read out of 
the device using the programming equipment’s verification 
procedure. OPAL software allows representation of the UES 
data in HEX, binary or ASCII formats. 


Design Security 


A security cell is provided on ail MAPL products as a deter- 
rent to copying the logic design. If the security cell is pro- 
grammed, programming and verification of the array is dis- 
abled. Once the cell is programmed, only a “bulk erase” of 
the whole product will erase the security cell, thus the origi- 
nal design configuration can never be examined. 


Multiple Array Programmable Logic 


128 = Series 1, 28-Pin 
144 = Series 1, 44-Pin 


Package Types: 
V = Plastic Leaded Chip Carrier (PLCC) 


Temperature Range 
C = Commercial (0°C to + 75°C) 
| = Industrial (— 40°C to + 85°C) 
M = Military (— 55°C to + 125°C) 


Speed: 

~45= 45 MHz with Feedback 
—40= 40 MHz with Feedback 
—33= 33.3 MHz with Feedback 
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PLD Comparisons (Continued) 
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FIGURE 15. MAPL144 Block Diagram 
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JEDEC CELL NUMBER = FIRST CELL NUMBER + INCREMENT NUMBER 





FIGURE 16. MAPL 144 Logic Diagram 
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FIGURE 16. MAPL144 Logic Diagram (Continued) 
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MAPL128, MAPL144 Multiple Array Programmable Logi 


| Physical Dimensions inches (millimeters) (Continued) 


0.526 
{13.36} 
NOM 









10 SPACES AT 
(1.270 = 12.79) 





















8.00 
Sly 
"SO [OE 
40 spaces ar G1 =e 
6.000=0.509 O21 iy noel 
(1278—12.78) o- — oes VEWAA 
ome. i 
Nn 
5 1 4 ‘a 
0.045 0.065 ua ha 0.050, 0.045 
(7.143) (1.143) (1.270) (1.148) 
ner 
0.610—-0.690 
(15.48 — 16.08) 
0.032— 0.008 9.020 | 0.165 —0.180 
(orig 18) (6.508 cl aia, e.nrs—a.ns (4.191 4872) 
a6. 
pve eT 
ihibabtnatitatibabadgy 
3.55 — 0.615 CRITE TETE ALT A 
eo 0.104—0.118 
(0.600-0.013) =| (2.642—2.997) 
o.s00 ms 
(18.51) 
REF SQ 
8.005 6.086, 
(17.40 - 17.06) Veda Rev #9 
SQUARE 
44-Lead Plastic Chip Carrier (V) 
Order Number MAPL 144V 
NS Package Number V44A 


LIFE SUPPORT POLICY 


NATIONAL’S PRODUCTS ARE NOT AUTHORIZED FOR USE AS CRITICAL COMPONENTS IN LIFE SUPPORT 
DEVICES OR SYSTEMS WITHOUT THE EXPRESS WRITTEN APPROVAL OF THE PRESIDENT OF NATIONAL 


SEMICONDUCTOR CORPORATION. As used herein: 


1. Life support devices or systems are devices or 
systems which, (a) are intended for surgical implant 
into the body, or (b) support or sustain life, and whose 
failure to perform, when properly used in accordance 
with instructions for use provided in the labeling, can 
be reasonably expected to result in a significant injury 





2. A critical component is any component of a life 
support device or system whose failure to perform can 
be reasonably expected to cause the failure of the life 
support device or system, or to affect its safety or 
effectiveness. 


to the user. 
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National does not assume any responsibility for uee of any circuitry described, no circuit patent licenses are implied and National reserves the right at any time without notice to change said circuitry and specifications. 


CHAPTER 2 
MAPL244/268 ADVANCE 
INFORMATION 





2.1 Introduction 


The MAPL244 and MAPL268 both integrate FPLA and PAL architec- 
tures, which make it suitable for large sequential and combinato- 
rial applications. The FPLA is similar to the MAPL28, thus allowing 
sequential applications, while the PAL architecture is like the 
22V10, thus giving also combinatorial capabilities to the product. 


A simple programmable multiplexing network allows for internal 
connection between the FPLA and the PAL and, also, gives some 
flexibility in selecting the PAL and the FPLA inputs. The FPLA mod- 
ule can receive, as inputs, some of the FPLA registers, page regis- 
ters, and all the I/O pins. The PAL module can receive as inputs the 
FPLA buried registers, page registers and almost all the I/O pins. 


The PAL module is non-paged and always remains active. It is able 
to achieve higher performance than the FPLA module because it is 
programmabie only in the AND piane. The PAL module has a vari- 
able type OLMC like the 22V10 with the enhancements of dynamic 
polarity select and asynchronous clock option. 


Both the FPLA and PAL have additional product terms for tri-state 
control and register initialization and asynchronous set/reset. The 
PAL has also additional product terms for implementing an asyn- 
chronous clock and dynamic polarity bit for each output. Both 
these features are an enhancement to the 22V10 architecture. 
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CHAPTER 3 
OPAL PLD DEVELOPMENT 
SOFTWARE 





3.1 Introduction 


National Semiconductor Corporation has developed a new Open 
Programmable Architecture Language (OPAL™) software package 
that allows system designs to implement custom circuit functions 
based on OPEN PLA software formats. OPAL allows the user to in- 
terface with his existing design tools, third party software tools, 
ASIC design tools and public domain development tools. The in- 
terface is accomplished with an extended PLA file format. OPAL 
accepts all major design syntaxes and runs under DOS, UNIX, and 
VMS operating systems. The OPAL design input format compiles 
Boolean equations, truth tables and state machine language de- 
scriptions in the same file. This input file (COPL) is device and ar- 
chitecture independent. National’s OPAL software allows 
designers to compile into high density programmable devices 
with complete design verification, translation and observation at 


Pa ae 


maner : + gan. + _ Sh A 5 a; See 
anly POifit il ule aesign TLOW. 


The OPAL design file is device independent and may include any 
or all of the functional blocks, state machine language, multiple 
level Boolean equations and truth table formats. The design file is 
parsed and compiled into a PLA file. The PAL file can be fitted, par- 
titioned or minimized into a MAPL™ product or standard PAL/GAL 
devices. The PLA file is translated into “flattened” Boolean equa- 
tions. The flattened equations file is user compiled into a JEDEC 
map. 


Partitioning the software into these modules allows designers to 
observe and verify designs at any point in the design flow. The 
OPAL software package offers a designer the ideal set of tools re- 
quired for system design. 
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Figure 3-1 NSC OPAL PLD Development Software 


OPAL software consists of a series of modules that accept one for- 
mat as input and create another format as output. Files created 
by OPAL use file extensions to describe the format. For example, 
the OPL2PLA module requires an OPAL file, “*.OPL”, and gener- 
ates a PLA file, “*.PLA”. The names of the modules are easy to re- 
member because they describe the action the module takes. 


OPAL modules includes: 
1. OPL2PLA 
PLA2ZEQN 
EQN2JED 
JED2EQN > 
EQN2OPL 
*FITMAPL 
*ESPRESSO 


ce NUN DW KR WD 


OPALSIM 


20 OPAL PLD DEVELOPMENT SOFTWARE 


By simply typing the module name alone, all OPAL modules 
present a screen of commands. The exception to this, however, is 
the ESPRESSO module. 


* The modules FITMAPL and ESPRESSO both take a PLA file as 
input and make a PLA file as output. 


A sample design flow fora MAPL product on “test.opl” is 


OPL2PLA test (produces test.pla) 

FITMAPL test -m (fits test.pla into MAPL128 with minimiza- 
tion) 

PLA2EON test.out (makes test.eqn from output of FITMAPL 
run) 

EQNZJED test (compiles test.eqn into a JEDEC map) 


For non-MAPL parts, to use minimization on testl.opl use 
OPL2PLA test1 (makes test1.pla) 

ESPRESSO testl.pla (makes test1l.out from test1.pla) 
PLA2EQN testl.out (converts to boolean equations) 


EQNZJED test1 (makes testl.jed from testl.eqn) 





3.2 OPAL Software Modules 


OPL2PLA 


PLAZEQN 


OPL2PLA compiles an OPAL source file and produces an OPEN- 
PLA file as output. OPAL is a hardware description language for 
specifying logic designs. It can be used to specify logic in terms of 
state machines, truth tables, or Boolean equations. The OPAL syn- 
tax is fully described in the “Language Reference” section of this 
manual. 


The PLA2EQN module translates an open PLA format file to a stan- 
dard sum-of-products (SOP) boolean equation file. The PLA file 
used as input to this module can be either: 


1. The output of the OPL2PLA module, or 


EQN2JED 


JED2EQN 


EQN20PL 


PALZGAL 


The output of the ESPRESSO minimization program, or 
The output of the fitter, or 


The output of a third-party package, or 


oe es oye 


A text file that matches the PLA file format. 


EQN2JED is a standard SOP Boolean equations to JEDEC file as- 
sembler for programmable logic devices (PLDs). One of the many 
features of this module is that it has automatic pin list generation. 


The JEDEC file contains all the necessary design details which 
can be downloaded to a device programmer for programming the 
target PLD. The JEDEC file is fully compatible with JEDEC standard 
3A which is supported by the industry-standard device program- 
mers. 


JED2EQN will disassemble a JEDEC file into the corresponding 
boolean equations. 


The labels used in the boolean equations created by JEDZEQN 
contain the pin number preceded by the type of signal. Observing 
the labels makes it easy to determine if the pin is used as a dedi- 
cated input, combinatorial or registered output, and whether or 
not the output is used as a feedback into the device. 


EQN2OPL converts Boolean equations specified in EQN format to 
Boolean equations in OPAL format. 


The utility program file preserves all the comments available in 
the equation file. The pin declarations will be preserved but com- 
mented out in the output OPAL file. 


PAL2GAL converts a PAL JEDEC file into a GAL JEDEC file. 
PAL2GAL first checks to ensure that the PAL is replaceable by a 
GAL before it proceeds to do the conversion. 
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FITMAPL 


ESPRESSO 


OPALSIM 


FITMAPL fits a PLA file into any of the MAPL devices. The process 
is accomplished by assigning pin/node numbers to the pin/node 
labels. Two products are supported by this module, namely the 
MAPL128 and MAPL144. 


ESPRESSO minimizes the logic in a PLA file and writes out a new 
PLA file. It is a public domain utility from UC Berkeley. 


OPALSIM is a simple, but powerful logic simulator, that enables 
the designer to analyze digital circuits using a personal computer. 


Two files are needed to run OPALSIM. These two files consists of 
a macrofile [MAC] and a circuit file | CKT]. The macro file is ob- 
tained by running the JEDEC file through the conversion utility 
MAPL2MAC. The circuit file is user-defined with test vectors and 
miscellaneous simulator commands (i.e., probes, timing, etc.). 
Once these files are in place, the user can simulate a design using 
OPALSIM and view the output waveforms using OPALVIEW. 





3.3 Integrating Multiple Functions into a High Density 


Tar Ta ¥ Tf... 
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PLD Using Efficient Mapping Algorithms 


Introduction 


Upon conception, PLDs were used primarily for integrating multi- 
ple TTL parts into one package. Now as we enter a new era of pro- 
grammable logic, high density PLDs are beginning to integrate 
multiple medium size PAL and GAL devices as well as discrete log- 
ic into one device.The MAPL family offers the ability to integrate 
multiple functions with a reduction in board space, power con- 
sumption, and cost. The MAPL architecture consists of multiple 
PLAs that are interconnected via programmable macrostate regis- 
ters and a global input bus. This architecture allows for easy im- 
plementation of complex state machines, sequencers, controllers, 
and general synchronous logic designs. 


C\DAT DITA NRVETODMENT CORTWADE 2 


The integration of multiple functions can be accomplished with 
two different types of partitioning: I/O partitioning and logic par- 
titioning. The basic difference between the two is that I/O parti- 
tioning is external partitioning, whereas logic partitioning can be 
thought of as internal to the device for some high density PLD’s 
such as the MAPL. For example, I/O partitioning would involve 
separating a 32-input PLA into four 8-input PLAs to fit into four PAL 
type devices. On the other hand, logic partitioning involves sepa- 
rating the logic in the PLA table to fit in separate arrays. This sec- 
tion will focus on logic partitioning. 
Logic Partitioning 

What makes the MAPL family unique is its proprietary architecture 
which dynamically allocates user-defined product and sum terms 
based on macrostate assignment. This partitioning architecture 
solves the problems associated with performance, power con- 
sumption, and product term limitation seen with traditional PAL 
and GAL devices. By determining the input or state dependency 
required for each logic term, a design can be partitioned so that 
only the required logic terms are active. Thus, only a portion of the 
device is powered up at any given time. This implementation uti- 
lizes three global macrostate registers which are driven by the 
same product terms required for output and state transitions. 
These three macrostate registers then enable the next portion of 
the array with no performance penalty. 


OPEN PLA Format 


The logic partitioning and PLA allocation can be accomplished, 
automatically or manually, by using the user-defined global mac- 
rostate feedback registers. The MAPL series is supported by Na- 
tional’s OPAL software package and by other third party software 
packages that support the OPEN PLA format. The three figures be- 
low will help to clarify the OPEN PLA format. Figure 3-2 is a basic 
schematic. Figure 3-3 is the schematic represented as a Boolean 
equation. Figure 3-4 is the same schematic represented in the 
OPEN PLA format. This figure shows the basic features of the PLA 
format. The first four lines of the PLA are the header information. 
iand.o list the number of inputs and outputs respectively. .ilb and 
.ob are the input and output labels. This file is a truth table that de- 
scribes one equation (F1) that has 3 inputs (A, B, and C). The input 
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69D 


side of the table Cfirst three columns) uses a “1”, “0”, or a “-” fora 
true, complement, or don't care, respectively. A don’t care can be 
considered as a no connect. The output side of the table Cast col- 
umn) uses a “1” to indicate that the input row (product term) is 
used and a “0” to indicate the row is not used. The OPEN PLA for- 
mat is the simplest way tc represent logic so that it can be parti- 
tioned and minimized. The “OPEN” in OPEN PLA means the user 
has access to this file. Thus, the user can manually revise files at 
any time during the design process. This can be useful in designs 
with partitioning and implementation issues. OPAL brings manual 
and automatic partitioning into one design environment. 


TSP-MAPL-04 
Figure 3-2 Schematic 
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Figure 3-3 Boolean Equation 
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Figure 3-4 Open PLA Format 


Types of Logic Partitioning 


OPAL contains a “fitter” program which automatically allocates 
logic to arrays within the device. The first two algorithms that will 
be explained below are automated processes. The third algorithm 
listed below is a manual partitioning algorithm which can be used 
with OPAL's OPEN PLA format. Many of the proprietary software 
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packages on the market use binary files to represent their interme- 
diate files. In other words, these packages do not let the user man- 
ually edit or view intermediate files. OPAL, on the other hand, 
allows the user to get into the partitioning process. That way, users 
know exactly what they are getting and can alter the output to suit 
their needs. 


Sequential Partitioning 


One of the initial partitioning algorithms used for devices such as 
the MAPL series was sequential partitioning. This type of partition- 
ing first sorts the terms with respect to the present state. It then 
places these terms into the device in an incremental order. When 
the logic in the first array is utilized, it jumps to the next array and 
continues to place terms in the succeeding array and so on. For in- 
stance, if the PLA table in Figure 3-5 was the input to a sequential 
partitioning algorithm like the one described above, the output 
would resemble the PLA table in Figure 3-6. Notice how the al- 
gorithm also appends three terms to the input and output col- 
umns for activating the appropriate logic array. 


In Fgure 3-6, besides appending the three terms to the input and 
output columns, the algorithm also takes care of transitions from 
array to array. Notice the present and next state of the array bits 
in the last line of each array in Fgure 3-6. This algorithm is not 
very efficient in that it does not minimize while it partitions a PLA 
table. Some more complicated designs may require minimization. 


State Dependency Partitioning 


State dependent partitioning soon followed with the need for 
minimization along with partitioning. The state dependent algo- 
rithm reads through the PLA and sorts the state and feedback bits. 
It then selects a target bit with which to split the logic into differ- 
ent arrays. This is the automated partitioning algorithm which 
OPAL uses in its design environment. Compared to sequential 
partitioning, this algorithm is more intelligent when it comes to 
partitioning because it also involves minimization. 


Multiple Level Logic Partitioning 


The idea of multiple level logic partitioning was conceived when 
the previously described state dependency algorithm would fail to 
fita PLA table into a given device. The multiple level logic parti- 
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.i 10 

Pro mee 

.type f 

-phase 11111111111 

-ilb advance delay 13 12 11 10 d2 dl dO a0 

.ob cancel _adv.reg cancel_del.reg fsr.reg 
13.reg 12.reg ll.reg 10.reg d2.reg dl.reg 


BVA eeeeen VAL EN. Rees 
GuU.reég av. reg 


100000---0 1-00110---1 
100010---0 1-01000---1 
100011---0 1-01001---1 
100100---0 1-01-10---1 
100101---0 1-01011---1 
100110---0 1-01100--~1 
100111---0 1-01101---1 
101000---0 1-01110---1 
10100i---0 1-01111---1 
101010---0 1-01-11---1 
101011---0 0-01100---0 
101100---0 0-01101---0 
101101---0 0-01110---0 
101110---0 0-01111~---0 
101111---0 0-00000---0 
O1-------- === 000- 
01----000- ~00----001- 
01----001- -00----011- 
01----011- -00----000- 
-€ 

Figure 3-5 input PLA 
a ae 
-o 14 
.type f 


-_phase: (1121111111 


.ilb advance delay 13 12 11 10 d2 dl dO a0 ar2 aril ar0 
.ob cancel _adv.reg cancel _del.reg fsr.reg 

13.reg 12.reg 1ll.reg 10.reg d2.reg dl.reg 

dO.reg aQ.reg ar2.reg arl.reg ar0.reg 


Array #1 


100000---0000 
100010---0000 


ANOAATOIULNANA 
LUV td VU 


100100---0000 
100101---0000 
100110---0000 
100111---0000 
101000---0000 
101001---0000 
101010---0000 
101011---0000 
101100---0000 
101101---0000 
101110---0000 
101111---0000 


01----000-001 
Ole===001=-001 


1-00110-=-1000 
1-01000---1000 


4 AAANA 100 
LTVLVYULOTTTLYUYUY 


1=01=10=-=1000 
E=Q1011==-=1000 
1-~01100---1000 
1-O01101---1000 
1-01110=--1000 
L=U1I71===1000 
1=01=LL===1000 
0-01100---0000 
0-01101---0000 
0-01110---0000 
0-01111---0000 
0-00000~---0000 


------- 000-001 
-00----001-001 
-00----011-001 


A 2 
Erey 42 asacoguieaok  —<002=2-000+001 
MieaseassG G00 ‘eeseota ce 000 
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Figure 3-6 Sequential Partitioning Output PLA Table 
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tioning algorithm is a manual process that introduces an additional 
level of logic by which to partition. The reason the state depen- 
dency algorithm fails is not always due to exceeding the number 
of product terms allowed. As mentioned earlier, if the target bit se- 
lected has many “don't-cares”, these terms will get expanded with 
the target bit overwritten with a “zero” and “one”. These terms 
then get minimized but if this process needs to be done more than 
once, it increases the chance of the PLA table not fitting into the 
device. This is where the multiple level logic partitioning algo- 
rithm comes into play. 


The primary function of the multiple level logic partitioning algo- 
rithm is to add an XLT (eXtra Logic Term) to the PLA table, which 
in turn can be assigned as the state dependent control of different 
arrays. The steps involved in this algorithm are as follows: 


1. If the state dependent algorithm is unable to partition the 
PLA table, separate the logic into functions that can be 
evaluated at different times. 


2. Assign an XLT, eXtra Logic Term, feedback. For example, 
if the PLA can be divided into two separate functions, the 
XLT will be a “1” for one function and a “0” for the other. 


3. Run the revised PLA table with the XLT through the state 
dependent algorithm. 


Figure 3-7 is an example of a PLA table that will fail to fit using the 
state dependency algorithm by itself. Notice how most of the feed- 
back terms in the input column are “don't cares”. This is the prima- 
ry reason why this particular PLA table will not fit into the device. 
The solution is shown in Figure 3-8. An XLT is added to the input 
and output column of the PLA table. The term added has all the 
makings of being a rather close ideal target bit - even distribution 
of “ones” and “zeros” and no “don't-cares”. The PLA table in Figure 
3-8 will now fit into the device using the state dependency algo- 
rithm. The output is shown in Figure 3-9. 


Now, it looks all plain and simple, but once a term is added to al- 
low moving from one array to another, it adds a level of logic and 
thus a time delay to the circuit. This is where the designer has to 
be careful. As a rule of thumb when adding the extra feedback 
term, separate the logic with respect to the time it is evaluated. If 
an output does not need to be evaluated at the same time as other 
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.2 19 
eo: LL 
-type f 


._phase 11111111111 
-ilb advance delay 13 12 11 10 d2 dl dQ a0 ar2 aril ard 
.ob cancel adv.reg cancel_del.reg fsr.reg 


13.reg 12.reg 
dQ.reg aQ.reg 


10-1-1---- 
10--1----- 
10---1---- 
111---1-~0 
11-1---1-- 
11--1-~-10 
11---11--- 


11-0----1- 
11--0-1--0 
11---0-1-- 


ll.reg 10.reg d2.reg dl.reg 


1-00110---1 
1=01000<=-1 
1-01001---1 
1=020202=s1 
i=O1L011=-=1 
1=01100==—1 
LeO1 TO v1 
tO Lo<=< 1 
I=JLiiis ==) 
L-01011-s-L 
0-01100---0 
0=02101-<=0 
0-01110---0 
0-01 211===0 
0-00000---0 
BSS 000- 
=00=-2=001= 
=00====011= 
=00=—--000- 


Figure 3-7 Input PLA Table 


Pi tees ft 
sO 12 
.type f 


-phase 11111111111 
-ilb advance delay 13 12 11 10 d2 dl dO a0 ar2 aril ar0 
.ob cancel adv.reg cancel_del.reg fsr.reg 


13.reg 12.reg 


dQ.req aN.regq 
L0===--s== 0 
10----1---0 
LOs1li-==—— 0 
10-1------~ 0 
10-1-1----0 
10--1----- 0 
10---1----0 
111---1--00 
Livi ==0 
riL=<]===100 
Liesl le—=9 
L10+=-=-= 00 
11=-0=-==-1-0 
11--0-1--00 
lis==0=1=-=6 
Ql==-<=ses 0 
Q1l--~--- 0-0 
Ole s=-==2=0 
01----- 11-0 
.e 
Figure 3-8 


ll.reg 10.reg d2.reg dl.reg 


XLT .red 
1=00170===10 
L=OLO000===10 


1=—O1007S==20 
L=G1010===10 
1=027011==—-10 
1=02100==-10 
1=G1201===10 
2=01210==-10 
e011 714-10 
L-OL01 T=-=10 


0-01100---00 
0-01101---00 
0-01110---00 
0-01111---00 
0-00000---00 
------- 000-0 
-00---~001-0 
-00-~--011-0 
~00----000-0 


Input PLA Table with Added XLT 
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-1 14 
nO? LS 
-type f 
-phase 11111111111 
.ilb advance delay 13 12 11 10 d2 di dQ a0 XLT ar2 aril ar0 
-ob cancel _adv.reg cancel del.reg fsr.reg 
13.reg 12.reg 11l.reg 10.reg d2.reg dl.reg 
d0Q.reg a0.reg XLT.reg ar2.reg arl.reg ar0.reg 


10se11====0000 


1-00110-=+=+10000 
1-01000---10000 
L-0L--1--—10000 


10-1------ 0000 1-01010---10000 
10-1-1----0000 1-01011---10000 
10--1----- 0000  1-01100---10000 
Array #1 10---1----0000 1-01101---10000 
11------------ 9 ----------- 1001 
01-------- 0000. -~----- 000-0000 
01------ 0-0000 -00----001-0000 
01------ 1-0000 -00----011-0000 
01----- 11-0000 -00----000-0000 
110------ 01001 0-01101---00000 
11-0----1-1001 0-01110---00000 
11--0-1--01001 0-01111---00000 
11---0-1--1001 0-00000---00000 
Array #2 11l---1--01001 1-01110---10000 


tials) =1001 
Lie=ie LOLOL 
Tiae ie 100d 


1-011 11-=-10000 
1-01011--=-10000 
0-01100---00000 


Figure 3-9 Multiple Level Logic Partitioning Output PLA Table 


outputs, this term can be placed in a different array. The designer 
just has to remember that there is a transition from the added level 
of logic, which is the XLT, to the normal level of logic. Most appli- 
cations do not have all the outputs evaluated at the same time, and 
therefore, the multiple level logic partitioning algorithm can be a 
very helpful process. 


Conclusion 


30 


A variety of partitioning algorithms have been presented. Depend- 
ing on the complexity of the design and the needs of the designer, 
one of these variations should prove helpful. The MAPL devices, 
as well as the OPAL software, have been successful in integrating 
functions for many internal applications. 
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CHAPTER 4 
APPLICATION EXAMPLES 





4.1 MAPL Register Control 


The following application demonstrates the use of OPAL to con- 
trol any single line in the output macrocell of the MAPL128 and 
configure the output as either a JK or DE register. The example 
also shows how to drive the reset and the tri-state functions. From 
the I/O macrocell shown in Figure 4-1, the following signals can 
be controlled through the OPAL software: 


e J input or D input 
e K input or E input 
e Reset input 


e Output Enable 
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Figure 4-1 Input/Output Macrocell 
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The equations to implement the desired functions are defined as 
follows: 


Begin Header 
Title MAPL I/O control signal 
Pattern control 
Revision A 
Author Tarif Arabi 
Date 10/15/90 
End Header 


Begin Definition 
Inputs Inl, In2, In3, In4, In5; 
feedbacks (JK) outil; 
outputs (DE) OutcZ; 

End Definition 


Begin Equations 


/foutl.j = Inl * /In3 { J,K input control } 
+ In4; 

outl.K = In2; 

outl.re = Inl * In5; { Reset control } 

outl.oe = /In5; ( Eerstate: control } 


out2.d = /In2 * In4 * outl; { D,E input control } 
out2.re Inl* In5; { Reset control } 
out2.oe = In5; { Tristate control } 


End Equations 


Note that outl.j was defined in the above example as an active 
low signal. After compiling the entry file, the active low ap- 
plying DeMorgan's Law will be: 


foutl.j = Inl * /In3 + In4 
will be equivalent to: 


outl.j = /Inl * /In4 + In3 * /In4 


Running “OPLZ2PLA CONTROL" will take CONTROL.OPL as the entry file 
and generate a PLA file called control.PLA : 


#$ TOOL NSC opl2pla B.04 


#5 TITLE MAPL control signal 

#$ TITLE 

#S$ PINS 7 Inl In2 In3 In4 In5 outl out2 
#S NODES 0 
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OF 


OO OO 


.type £ 

-phase 11111111 

~blb< ink, inZ ins rnd Ind outl 

OD: OUTZ.G: OUEZ. Ce Out l..)-oucl.k Out l. re ounl.oe outZ. re 


out2.oe 

0--0-- --l|----- 
--]0-- ~~|----- 
1---l- ---~-|--- 
—~-—-—-()- pee ae 1-- 
-1 eee ees |---- 
~Q-1-1 1------- 
T---1l- 9 ------ 1- 
jeeel—= 0 2 Hi 
a ees = ee 
.e 


Running "FITMAPL CONTROL" will then take CONTROL.PLA as its entry 
file and fit the design into the MAPL128 by assigning pins and 


pages. 


#9 
#9 
#9 
#$ 
oa 
me) 
#9 
#S 


The output file will be CONTROL.OUT: 


TOOL NSC 

TITLE MAE 
ELLE 

DEVICE MAPL128 

9 

Wey. 

PINS -7. InleG 2225 ins t4 inas3- Ino .2 ourl<?10 -outZ si 


ATAMM A 2 22 eM S17 6 DO AIRY OD 
NUUVEO 39 PODZ.97 PDL.SDo PDU.S/ 


iL control sianal 
ae — ee ee ore at tee Oe 


stib: ‘Ind. ind dn3-in4 2n5outl pbZ: pb. pb0 

-ob out2.d outZ.ce outl.j outl.k outl.re outl.oe out2.re 
out2.oe pb2.reg pbl.reg pb0.reg 

.type f 

.phase 11111111111 


p 


-l|- 


O-- 


e| 


--000 --1----- 000 
--10--000 --1----- 000 
--0---000 -1------ 000 

1-1000 1------- 000 
---000 ---1----000 
Se ee eae 
—1 Sse ie Se lo-~~~ 
-—0 ees ee, a ete |--~~~ 
-|---- ---- 1 eee NNN 


Running "PLAZEQN CONTROL.OUT" takes CONTROL.OUT as its input file 
and generates an equation file CONTROL.EQN : 


MAPL control signal 


;Translated from NSC formatted PLA file. 


CHIP filename MAPL128 


CLK In5 In4 In3 In2 Inl NC NC NC out2 outl 
NC NC GND NC NC NC NC NC NC NC NC NC NC 
NC NC NC VCC 

NC NC NC NC NC NC NC NC 


pbO pbl pb2 

BQUATIONS 

out2 := /In2 * In4 * outl * /pb2 * /pbi * /pb0 

OUL2 CE = —7ins: *@.7pb2- */ppl:* -fpbd 

outl.J = /Inl * /In4 * /pb2 * /pbl * /pb0 

+ In3 * /In4 * /pb2 * /pbl * /pb0 

OuLL.A- = In2 7 pb2.*.7 ppl: *-fppo 

OuUCiL. RE = ini * In 

outl.OE = /In5 

SUEZ. RE Slay * ane 

out2.OE = Ind 

pb2 := GND 

pbl := GND 

pbO := GND 
Finally running "EQNZJED CONTROL" will take CONTROL.EQN as its 
input file and generate a Jedec map for the MAPL128 called CON- 
TROL. JED 

MAPL128 


2A 


BONZJED -- Boolean Logic to JEDEC file assembler (Version 1.10) 
Copyright (R) National Semiconductor Corporation 1990 
Assembled from "control.eqn". Date: 10-15-90 


* 


MAPL control signal 
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4.2 A 4-Bit Counter with Reset 
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Using OPAL, a MAPL128 can be implemented as a 4-bit counter 
with reset in three different ways. This application demonstrates 
different ways to enter the same design. 


Figure 4-2 is the entry file for 4-bit counter with reset implemented 
in a MAPI128 using OPAL truth table entry only. 


Figure 4-3 is the same design implemented in a MAPL128 using 
OPAL Boolean equation entry only. 


Figure 4-4 is the same design implemented in a MAPL128 using 
OPAL state diagram entry only. 


Note that any of the above entry files will give the same results. To 
get the JEDEC file run OPL2PLA, FITMAPL, PLA2EQN, and EQN2- 
JED. 


APPLICATION EXAMPLES 


Begin Header 
Title 4 bit counter 
Pattern 4count 
Revision A 


Author Tarif Arabi 
Date 19/15/90 


Everything in the header block is copied directly into 
all the files that generated by OPAL as a comment field 


End Header 


BEGIN DEFINITION 


{ Any thing surrounded by curly brackets is considered to be a 


comment } 


feedbacks (JK, HOLD) {Define 4 


I/O as a JK} 


{default to hold} 


CrAIMA MRIMID 
UNL ty, UNL Os, UL 


END DEFINITION 


BEGIN truth _TABLE 
ttin RESET, CNT4, CNT3, CNT2,CNT1; 
ttout CNT4, CNTI3,CNI2Z,CNT1; 


oO 
1 
I 
! 
| 
© 
© 
© 
© 


COO © 
l 
| 
tr 
- 
| 
| 
I 


END truth_TABLE 


Figure 4-2 OPAL Truth Table 


a2 PRAT PS 2 Pe SBT OFT 2 2B ATR TL 93 7 


begin 


header 


4 bit counter design using state diagram entry format only 
end header 


begin 


inputs 


definition 


reset; 
statebits 

ene4 -Cnts,;CneZsene.s 
end definition 


begin 


state 
state 
state 
state 
state 
state 
state 
state 
state 
state 
state 
state 
state 
state 
state 


state diagram 


Zero: 
one 
two 
three 
Four 3 
five 
S1x 
eight 
nine 
ten 
eleven 
twelve 
thirteen 
fourteen 
fifteen 


if reset !$ 0 then one else zero; 

if reset !$ 0 then two else zero; 

if reset 1$ 0 then three else zero; 
if reset !$ 0 then four else zero; 

if reset !$ 0 then five else zero; 

if reset !S$ 0 then six else zero; 

if reset !$ 0 then seven else zero; 
if reset !$ 0 then nine else zero; 

if reset !$ 0 then ten else zero; 

if reset !$ 0 then eleven else zero; 

if reset !$ 0 then twelve else zero; 

if reset !$ 0 then thirteen else zero; 
if reset !$ 0 then fourteen else zero; 
if reset !$ 0 then fifteen else zero; 

goto zero; 


end state diagram 


38 


Figure 4-3 State Diagram Entry Format 


APPLICATION EXAMPLES 


begin header 


4 bit counter design using boolean equations only 


end header 


begin Definition 


inputs reset; 


feedbacks Cnt4, Cnt 3; entZ;,cntl: 


end Definition 
begin Equations 


/reset 
/reset 
/reset 
/reset 
/reset 
/reset 
/reset 
ent2 := /reset 
/reset 
/reset 


ent4 


+ + 


ent3 


a 


+ 


Onts 


end Equations 


+ %F + + + + HF F 


- 


> 


jent4’ * cents * ionk2 * cnet 
ent4 * /cntl 

ent4.* /enr3 

enta. * /Ccnht2: 

/ent3 * ent2 * cntl 

enc. = £eneZ 

GncS::* fennel. 

Fents? * ‘enti 

CneEZ S: £ent- 

,OnE Ls 


Figure 4-4 Boolean Equations 
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4.3 A 3-bit Up-Down Counter With 7-segment Display 
Output. 


This application demonstrates the use of OPAL's state diagram en- 
try format and set assignment to implement this design. The 
counter will reset to zero if rst is low, It will count: 


e upward if up is high, 

e downward if down is high, 
e upward if both are high, 

e hold value if both are low. 


This application shows how to implement the above mentioned 
design using state diagram entry. This design can also be entered 
using the truth table format. 


3 to_7.OPL 


begin header 


Company : National Semiconductor Corp. 
Author : Moutaz Kotob 

Date > 08/22/90 

Revision >: A 


Description: A three-bit up-down counter with 7-segment 
display output. 


end header 
begin definition 
device map1l128; 


inputs up, down, rst; 


{ 7-segment display output} 
outputs. a, b, c; d, e, £, °G; 
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cs 


symbols to define state names and their values, statebits 
will be assigned automatically} 
symbols zero=0, one=*bl, two=*b10, three=3, four=4, 
five=5, Six=6, seven=7; 


{ Sets are defined to group inputs and outputs} 


Sets out _disp= [a,b,c,d,e,f,g], ZERO= [1,1,1,1,1,1,0], 
TWO! =. [tty O el iSO pt) ge THR ee— Td ee Oy ls 
POUR = (Oj ly 0,03- 13h) yp Biv = [gle gOp te lls 
Six. SLO, ly ly dpe), SEVEN] [1,7 15270,0; 0,012 
end definition 
begin state diagram 
state zero 
out disp = ZERO; { out '0' to 7-segment display} 


if /rst then zero { reset counter } 

else if up then one { count upward } 

else if down then seven { count downward } 
else zero; { hold } 


state one 
out disp = [0,1,1,0,0,0,0]; { set notation was used 
rather than a defined 
set to display '1'} 
if /rst then zero 
else if up then two 
else if down then zero 
else one; 


state two 
out disp = TWO; 
if /rst then zero 
else if up then three 
else if down then one 
else two; 


state three 
out _disp = THREE; 
Lf Jrst then zero 
else if up then four 
else if down then two 
else three; 


ADDTICA'TICNNI RY ARADT BRO Al 


state four 
out disp = FOUR; 
if /rst then zero 
else if up then five 
else if down then three 
else four; 


state five 
out disp = FIVE; 
if /rst then zero 
else if up then six 
else if down then four 
else five; 


state six 
out_disp = SIX; 
if /rst then zero 
else if up then seven 
else if down then five 
else six; 


state seven 
out disp = SEVEN; 
if /rst then zero 
else if up then zero 
else if down then six 
else seven; 


end state diagram 


3 to 7.PLA 

#$ TOOL NSC nsc2pla B.04 

#3 TITLE Company : National Semiconductor Corp. 

#$S TITLE Author : Moutaz Kotob 

#S TITLE Date s. 8722/90 

#S TITLE Revision ee 

#5 TITLE Description: A three-bit up-down counter with 


7-segment display 

#$ TITLE output. 

#S TITLE 

#$ TITLE 

#S DEVICE mapl128 

#$ PINS 10 up down rst abcdefg 

#$ NODES 3 statebit03 statebit02 statebit0l 
1°26 

so 40 
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.type f 


-ohase 1111111111 
-ilb up down rst statebit0O3 statebit0O2 statebit0o0l 


.ob 


statebitO3.reg statebit0O2.reg statebitOl.reg a.reg b.reg 
c.reg d.reg 


e.reg aes g- cla 


--0 
1-1 
011 
001 


OLS 
001 


--0 
1-1 
011 
001 


--0 
1-1 
011 
001 


YOO 
000 
000 
000 
000 
001 
001 
001 
001 
001 
010 
010 
010 
010 
010 
O11 
Q1l1 
O11 
O11 
O11 
100 
100 


100 
TON 


tv 


100 
101 
101 
104 
101 
LO 
110 
110 
110 
LO 
110 
alsa 
Bed 
ia 
i 
iid. 


000 
001 
1il 
000 
000 
010 
000 
001 
000 
Opie 
001 
010 
000 
100 
010 
O11 
000 


Lod 
011 


Ne ak ke 


100 
000 
110 
100 
101. 
000 
tease 
L021 
110 


a 2 2A 4 44 


—_—— oe oe eee ee 


—— a a = 


——— oe ee oe 


— ee ee ee ee 
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4.4 15-Bit Up/down Counter 


This application demonstrates the use of the MAPL128 in a state 
machine design to implement a 15 bit up/down counter with reset 
and hold. The JEDEC map for the MAPL128 was generated using 
OPAL software. OPAL includes FITMAPL.EXE that accomplishes 
automatic paging of the entry file. However, in cases where there 
is a large number of “don't cares” in the feedback terms, FITMAPL 
may not be able to find a solution. This example implements a 
15bit up/down counter and is a case where FITMAPL doesn't find 
a solution. 


This manual paging example shows how a designer can use OPAL 
to generate JEDEC maps for the MAPL products by completely 
specifying all pins and page data thereby eliminating the need to 
execute FITMAPL. 


The design was simulated using the Verilog simulator. This appli- 
cation shows the implementation of the design in a truth table, 
while if the same design was entered using the state diagram entry 
format, 32,768 states would appear in the entry file. 


To implement the same design in a regular PAL or GAL device 
would take roughly four PAL16R4's. While in this application, 25% 
of the MAPL128 was used to implement the 15-bit counter (2 pages 
out of 8). 


To get the JEDEC file run the following modules: 
e OPL2PLA 15UPDN 
e PLA2ZEQN 15UPDN 
e EQN2JED 15UPDN 
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{ 
Entry file for a manual paging example 15bit up down counter. 
} 
Begin Header 
Title 15 bit up/down counter 
Pattern 15UPDN 
Revision D 
Author Tarif Arabi 
Date 12/10/90 


Everything in the header command is copied directly into the 
jedec map as a comment field 
End Header 


BEGIN DEFINITION 
{ 
Any thing surrounded by curly brackets is considered to be a com- 


ment 


} 

Device MAPL128; { Specify the device used } 

INPUTS { Define 3 inputs } 
RESET=6, HOLD=5, UP_DOWN=4; 


feedbacks (JK, HOLD, buried) {Define 3 buried register as count} 
{bits configured as JK with Hold default} 


BCNT14=29, BCNT13=30, BCNT12=31; 
feedbacks (JK, HOLD) {Define 11 I/O as a JK } 
{default to hold } 


CNT11=11, CNT10=10, CNT9=9, CNT8=8, CNT 7=7, CNT6=17, CNT5=18, CNT4=19, 
CNT3=20, CNT2=21,CNT1=22; 


feedbacks (JK, TOGGLE) {Define one I/O as JK toggling} 
{always with the clock } 

CNT0=23; 

OUTPUTS (JK, HOLD) {Define 3 outputs as JK so the total number 


} 
{of outputs will be 15. Observe that in the } 
{truth table, they are driven by the buried } 
{feedback, which actually represents the count} 


ATANIT TO ATTCNAT TW ARAN TO A®& 


CNT14=12, CNT13=13,CNT12=15; 

feedbacks (JK, HOLD, buried) {Define the 3 page bit labels } 

{(8 pages) by using these node numbers} 

P2=39,P1=38,P0=37; 

END DEFINITION 

{ 

For this example we will use truth table entry to map the pages 

manualy and fit the design in the MALP128 

} 

BEGIN truth TABLE 

{ Truth table inputs, outputs (ttin, ttout) } 

a en RESET, HOLD, UP DOWN, BCNT14,BCNT13,BCNT12, 


CNTi1,CNT1LO,CNT9;CNTS,CNT7,CNTG;CNT5;CNT4, CNT3,CNT2, CNT, CNTO, 
P2,P1,P0; 


ECOUL BCNT14, BONT1S,BCNT12Z, 


CNT11,CNTLO;CNT9,; CNTOC,CNT7,,CNT6,CNTS,CNT4, CNT3,CNTZ,CNT1,;CNTO, 
P2,;P1,PU,CNT1I4,CNTI13;CNTI2: 


{ Page Zero count up } 


01a SSeS oSa== JOU greegceeeeecese O00. Bee de = Bold } 
U00F HSS Sesses es 1 000: SSS SSSS Sees po DOO Sse 4g at Toggie } 
000° ==sSe44e-<=4— i (O00) SSS Saar per 000: ‘ss> {= = Don’ = care} 
000 -S=SSSsss-Ss= Ltd 3000) = assess Sse= eee 00: ae 
000 SeesseSeea= Pie. OOO Sess peae= 000° eee 
000). ses SSs424= 2. (O00) SSS easa= Sas 900. s+ 
JOO Sa sSSSaa= il O00. a= pean O00) ‘sss 
DUG SS Seae es Pati O00. as a= La a U00: -S== 
DOO. =Seeaa= Pda. O00) Sea = para 000. === 
000 ------ 111111111 000 ----- | --------- 000 --- 
V00: ===== Pid 000-==s= lap SsSsa=== U00! sSe= 
000 ----11111111111 000 ---!----------- 000 --- 
O00 Soa) O00 Sala Ses aes 000 —--! 
C00 se Lich. 000: sales SaaS 000 =! 
DOO LS bi O00). aS SaaS 000° f-> 
O01 sane eesSeonases 06 Oa 6 O02. sar 
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Q1- --------------- 
00). -=-SS=—-S==5-s= 0 
002: sSenRe aS S= 00 
001. == SS SS=Se— 000 
00D. ..=—ss-—5--- 0000 
O02. Sassen 5> 00000 
001, SSS s4> 000000 
JO saeomse 0000000 
001. =--==—— 00000000 
VOL —HeS== 000000000 
00L === 0000000000 
001 ----00000000000 
001 ---000000000000 
001 --0000000000000 
001 -00000000000000 
000: =——=—S=S=se=s2> 
END truth_TABLE 


BEGIN equations 


n } 
a4 


O01 222222222222222 001 
001 ------------- !- 001 
001 ------------ l-— O01 
001 ------~---- 1--- 001 
001 ---------- !---- 001 
001 --------- |----- 001 
001 --~----- |------ 001 
001 ------- | ------- 001 
001 ------ |-------- 001 
001 ----- | --------- 001 
001 ----!---------- 001 
001 ---!----------- 001 
001 --!---~-------- 001 
001 -!------------- 001 
001 !-------------- 001 
001 -------------- 2 000 


{This block is used to control the reset function in MAPL. 


- ~S 


{the counting and the reset function is implemented separatly 


BEGIN equations 


[BCNT14, BCNT13, BCNT12, CNT11,CNT10,CNT9] .RE=RESET; 


PFORTIMO MaTM TT OAIML 
LUYINDO,UINL J pUINLO, 


[CNT3,CNT2Z,CNT1,CNIOQ,P2,P1,P0;CNIL4,CNI1I3,CNI12)] .RE=RESET; 


END equations 


MnxImeo MAIMAT DD—oYcrm™. 
WINDY, INL Tt J e INIT INGOO Gs Lg 


ATA Ter ae SNAT TVET 2A A ATAT OIO 


} 
} 
} 


A”"7T 


I5UPDN.PLA 


#$ TOOL NSC nsc2pla B.04 


#$ TITLE 

#$ TITLE Title 15 bit up/down counter 

#5 TITLE Pattern 15UPDN 

#$ TITLE Revision D 

#S TITLE Author Tarif Arabi 

#$ TITLE Date 12/10/90 

#S TITLE 

#$ TITLE This application is a 15 bit UP/DOWN counter 
#S TITLE with reset and hold. 

#$ TITLE 

#S TITLE Everything in the header command is copied 
#S TITLE directly into the jedec map as a comment field 
#S TITLE 


#$ DEVICE MAPL128 

#$ PINS 18 RESET:6 HOLD:5 UP DOWN:4 CNT11:11 CNT10:10 CNT9:9 
CNT8:8 CNT7:7 CNT6: 

#S NODES 6 BCNT14:29 BCNT13:30 BCNT12:31 P2:39 P1:38 P0:37 
eae 

.O 63 

.type f 

phase: TITII PIT dS a ad 
sees By ee 

.ilb RESET HOLD UP DOWN BCNT14 BCNT13 BCNT12 CNT11 CNT10 CNT9 
CNT8 CNT7 CNT6 CNT5 CNT4 CNT3 CNT2 CNT1 CNTO P2 Pl PO 

.ob CNT14.3 CNT14.k CNT13.3 CNT13.k CNT12.3 CNT12.k BCNT14.3 
BCNT14.k BCNT13.3 BCNT13.k BCNT12.j BCNT12.k CNT11.4 CNT11.k 
CNT10.3 CNT10.k CNT9.43 CNT8.j CN5.3 CNT7.k CNT6.3 CNT6.k CNT5.3 
CNT5.k CNT4.3 CNT4.k CNT3.j CNT3.k CNT2.j CNT2.k CNT1.3 CNT1.k 
CNTO.j- CNTO.k- P2.4 P2.k Pl.j P1l.k PO.j PO.k CNT9.RE CNT10.RE 
CNT11.RE BCNT12.RE BCNT13.RE BCNT14.RE CNT4.RE CNT5.RE CNT6.RE 
CNT7.RE CNT8.RE CNT12.RE CNT13.RE CNT14.RE PO.RE P1.RE P2.RE CN- 
TO.RE CNT1.RE CNT2.RE CNT3.RE 
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| ----- a aa a a a nn ee 
1 ee ec ee ee ee re re re ee ee ee ee ee ee en a a a ee a a ee ee ee eee eee ee 
| -ro r  nrnana nr 
1 ws a i ite a i a a ee ee ee ee as ee ee 
1 a a a mee eee eee ee eee 
01---------------- 000 000000000000000000000000000000000011010101-------------- 
000-------------- 1000000 -+e 2+ +2 -----~-------------------- 11--010101-------------- 
000------------- 11000 00 ------------------------------ 11----010101-------------- 
000------------ 111000 0 ~=-------------------------- 11------ 010101-------------- 
000----------- 1111000 0 =+=----------------------- 11-------- 010101-------------- 
000---------- 11111000 0 ------------------------ 11---------- 010101-------------- 
000--------- 111111000. ---------------------- 11------------ 010101-------------- 
000-------- 1111111000 2 ~------------------- 11-------------- 010101-------------- 
000------- 11111111000 2 ------~----------- 11---------------- 010101------~-------- 
000-~---- 111111111000 2 29 ---------------- 11------------------ 010101-------------- 
000----- 1111111111000 2 --~----------- 11-------------------- 010101-------------- 
000----11111111111000 = ------------ 11---------------------- 010101-----------~-- 
000---111111111111000 ----1]----11------------------------ 010101-------------- 
000--1111111111111000 --11----11-------------------------- 010101-------------- 
000-11111111111111000 11----11---------------------------- 010101-------------- 
001--------------- 000 0 =-2 +++ --+------------------------- 11010110------------~-- 
01---------------- 001 000000000000000000000000000000000011010111-------------- 
001-------------- 000L 0 -4+4------------+---------------- 11--010101-------------- 
001------------- 00001 2 ~=--~------------------------- 11----010101-------------- 
001------------ 000001 99 --+------------------------- ii------ 010101-------------- 
001--~-------- 0000001 2 -------------------------- 11-------- 010101-------------- 
001---------- 00000001 = 29) ------------------------ 11---------- 010101-------------- 
001--------- 000000001 ---------------------- 11------------ 010101-------------- 
001-------- 0000000001 -------------------- 11-------------- 010101-------------- 
001------- 00000000001 = -----~------------ 11---------------- 010101-------------- 
001------ 000000000001 ---------------- 1]------------------ 010101-------------- 
001----- 0000000000001 = = = --~------------ 11-------------------- 010101-------------- 
001----00000000000001 ----1]----1]------------------------ 010101-------------- 
001---000000000000001 --11----11------------~-------------- 010101-------------- 
001--0000000000000001 11----11---------------------------- 011101-------------- 
001-00000000000000001 = = ---------------------------------- 11011101--------~------ 
.e 


ea a i ee ee ee arm 


80-TdVW-dSL 


wei6eig Buiwiy S-p asnbi- 


LSTNGdNS | 
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LN.0d_ 
LN.6ed 


—=—_ we 


weibeig Bully 2-p eunbi4 
60-IdVW-dS.L 


LSTNOdNSt 


_— i 
— ee ee 
—— = we 


=e ee 


o 
Sad 
oO 


a ee 


—_—s ew me 


se = = = 


_ 
> 
x 

_- 
oO 
oO 


UTE TTT €600 TUTTI TUTTE e) 
L 


es Sd 
JOO | 4d 
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4.5 12-Bit L/R Shift Register With Load 


This application demonstrates the use of the MAPL128 in a state 
machine design to implement a 12 bit shift register with reset and 
load. The design will shift right, shift left or load the 12-bit register. 

The JEDEC map for the MAPL128 was generated using OPAL soft- 
ware. OPAL includes FITMAPL.EXE which performs automatic 
paging on the entry file. However, in cases where there is a large 
number of “don’t cares” in the feedback terms, FITMAPL may not 
be able to find a solution. This example implements a “12-bit” shift 
left/right register and is a case where FITMAPL doesn’t find a so- 


lution. 


This example shows how a designer can use OPAL to generate JE- 
DEC maps for the MAPL products by completely specifying only 
the page data and using FITMAPL to generate the PIN list The de- 
sign was simulated using the Verilog simulator. In this example 
40% of the MAPL128 was used to implement the “12- oe shift reg- 
ister (3 pages out of 8). 


To get the JEDEC file run the following modules: 
© OPL2PLA 12SHIFT 
e FITMAPL 12SHIFT 
e PLA2ZEQN 12SHIFT 


f 


{ 
Entry file for a 12bit shift register - manual paging example. 


} 


Begin Header 


Title 12 bits shift right/left with load 
Pattern i12shift 

Revision C 

Author Tarif Arabi 

Date 12/10/90 


Everything in the header command is copied directly into the 
jedec map as a comment field 


End Header 


BEGIN DEFINITION 
{ 


Any thing surrounded by curly brackets are considered to be a 
comment 
} 
Device MAPL128; 
INPUTS { Define 5 inputs } 


RESET, HOLD, SH, LD, SHIN; 


FEEDBACKS (DE, RST) {Define 12 I/O as DE register } 
{default to reset } 


Dig Uy 9p OOpo  poCp oO Oly Dor Ol Ole: 
FEEDBACKS (JK, HOLD, BURIED) 
{Define the page labels because manual paging is used} 
p2=39,p1=38, p0=37; 


END DEFINITION 


BEGIN TRUTH TABLE 


ttin RESET, HOLD, 5H; LD,SHIN, SLUYS10,59,59;.57+ 
96,597 547 557 52401750702; 01, p07 


ttout $11,S10,S9,S8,S7,S86,85,$4,S3,S2,S1,S80,p2,pl1,p0; 


§4 APPTICATION FXAMPT.ES 


ineut -L/0 Page Next I/O Next 

page 
01000 ------------ 000 222222272??? 000 
JV000L = =e S=sSss= 000 SSeS aaa 1 000 
0000- ----------- 1 000 ---------- 1- 000 
0000+ .]==aeears= Le .000: S=—S==s-= dees 00 
0000] -Ss-sess= Lee 000 =sasa=== === i000 
0000-. -==4=-=- Heme. 00: aS aa= = l=<== 000 
O000} =eS-+—> [Sas -000- 2-225 LSS = 000 
0000—"=—=ssS= 1----- 000: ===== l==----- 000 
0000= <==== 1------ 000 ----1------- 000 
0000- ----1------- 000 ---1-------- 000 
0000] ===[===s-s=- 000 --1--------- 000 
0000. ==Les=s=4=== 000 -—1---------- 000 
0000= SlsSsss-==4 000" asa S=Ss= 000 
0010- ------------ 000 222722722722?? 001 
0001- ------------ 000 ------------ 010 
Ql--- ------------ 001 2272272222722? 001 
VOLO “SSH seSnesSe 001, Lass SS=--4= 001 
0010- ---------- 1- 001 ----------- 1 001 
VOLS = SSeaeees 1-- 001 ---------- T=. 'O07 
VOL0=: Ses rSeq= les] 002 Ss==-54= jem 2001 
0010 =escsH6 Laas=- 00] <a-Ss-4= Le== 001 
0010s ==-2=— ia a= 001, s==as- Les O01 
0010] SS=s=— ja-SS— O0l. =====— L=SS=> O01 
0010. ==—H >.< =—= O01. ===== 1 --==-— 001 
0010 =sal=-se===> 001 ----1------- 001 
VOLO= -S=1=4s S44 001 ---1-------- 001 
0010- -1---------- 001 --1--------- 001 
0010- 1----------- 001 -1---------- 001 
00004) ==S=ss5===4- O01. Bete eee tee 2 “O00 
QO001- ----~------- 001 ------------ 010 


} 


{Shift left when sh = L} 


{Shift right when SH = H} 


Cis=s; Sas as—2-—-5= COLO eer er ee eee ee? O10 


O00 1= ssa Ses5S=s= 1, O10. SHSSseeSess 1 010 {Load when LD =H } 
000L= SsSraseso= Le KOL0: Sana S= = O19 
0001 => = --Saess= i= 010: -Ssee=s= = O10 
D001 => =eaer eas Lae O10. Se Ssesa= Lae 10 
D00t= Ss=es-= loee> 1010 Ss-s=—5 Lesa (000 
0001S ‘ssa 5S lesa 0L0 s==e5= Lae 010 
0001S Ses>= less VO) SaS= Laas = 010 
000l=s2=—1>s=5--5 010 sees -=-sS 010 
000 L= Sea loSaeres5 01 G. Ssb=-S<s-5— 010 
0001 = sla sS2ssSS= 020 S23 Leaa5eaSe5 010 
OCOLS Sl esesraSoxe VLOSl=Sse=—S5== 010 
O00f= 1S =SeSSs4=5 O10. Sea Soe= soe 010 
V000= eee s=aSo= OPO Peers ee ee ee 000 
0010- ------------ 010 2222222722722? O01 


END TRUTH TABLE 


{Disable the I/O when loading (LD = 1) } 
{I/O used as input to load the new value} 


BEGIN equation 
PollgS10,S9,S6;S/,;S6; $97S4,53,752,;51;S50):.0e= -/ LD; 


END equation 
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12SHIFT.PLA 


#$ 
#$ 
#$ 
#9 
#3 
#9 
#9 
#$ 
#9 
#9 
#S 
#9 
#9 
#$ 
#9 
#5 
Si 


- 


——_ 


—— =< 


TOOL NSC nsc2pla B.04 


TITLE 
PLTLE 
TITLE 
TITLE 
TITLE 
TITLE 
PLE 
TiTLE 
ZL 
fe a Wa 
LEE 
TITLE 


mrmnmr tm 


LLiit 


DEVICE MAPL128 


Title 12 bits shift right/left with load 
Pattern 12shift 

Revision C 

Author Tarif Arabi 

Date 12/10/90 


This application is a 12 bit shift right/left 
and load with reset and hold. 


Everything in the header command is copied 
directly into the jedec map as a comment field 


PINS 17 RESET ‘HOUD “SH -LD: SHIN S11. “S10 59:38 S7 66 55°34 53-S2Z 


20 


ee ree ee et ee ee ee 
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This application demonstrates how the MAPL family can integrate 
PAL, GAL, and discrete logic devices. Specifically, this application 
note describes the merging of a GAL20V8 and a counter into a 
MAPL128 on the FDDI MAC Layer Evaluation Board with a reduc- 
tion in power and board space. The integration of functions is 
done using OPAL software along with a multiple level logic parti- 
tioning algorithm. It is assumed that the reader is already familiar 
with the FDDI MAC Layer Evaluation Board and multiple level log- 
iC partitioning. 


Description Of Design 


The block diagram in Figure 4-9 shows which devices and I/O sig- 
nals are merged into one MAPL128 device. The GAL portion of the 
initial design contains the upper five bits of the address which ac- 
cesses the SRAM, along with some extra decode functions. The in- 
put control signals are received from the mode register 
(FRAMESIZE), the PC interface module (TXRAM), and the BMAC 
(TXACK). The design outputs a IRQEOFO signal back to the 
BMAC, and drives the MOREFRAMES signal for the transmit se- 
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Figure 4-9 Biock Diagram 
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quencer. Figure 4-10 shows where this block fits into the entire 
block diagram of the FDDI MAC Layer Evaluation Board. 


The MAPL design also cuts down ona few I/O signals between the 
GAL and the counter. The three I/O signals that are integrated 
within the MAPL design are CINB, TXACK~, and TXRAM~. The 
CINB signal is the carry in bit from the 269 which triggers the GAL 
to count through the high order address bits. The signal TXACK is 
inverted through the GAL and then fed to the counter. TXRAM~ is 
used as input to both blocks and thus can be integrated. So, not 
only can the MAPL reduce board space and power consumption, 
it can also eliminate some PCB routing. 


Figure 4-11 shows the implementation of the design in OPAL’s 
high end .OPL file format. The .OPL file gives the designer free- 
dom to choose state machine language, multilevel boolean equa- 
tions, enhanced truth table functions, or any combination of the 
three to implement a design. For this specific design, it is easier to 
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begin header 
transmit counter 
end header 


begin definition 


inputs 

txram,txack, framesize,pcin; 

feedbacks (JK,HOLD) 
pel2Z,pcil;pel10, peo, pce, pC], pc6,; ped, pes, pes; pe2; pel, 


Cinb; 

feedbacks (JK, TOGGLE) 
pO; 

feedbacks (JK,RST) 
more; 


outputs (JK,RST) 
irgeof0,moreframes; 
outputs (JK, TOGGLE) 
peo; 


end definition 


begin equation 


[pe0, pel, pez pes, pet, ca, pc6;0c7, pcs, pe9, pe10, cil, pcl2].0e = 
txram; 


end equation 
begin truth table 


Chain 
txram,txack, framesize,pclz,pcll,pc10,pc9, pc8, pc7,pc6,pc5, pc4, 
P63, pez, pcl, p0, pcan,more, Cinb; 

EeOuu 
pelZ, peli, peld, pc97963) pC 1, pCO, peo; 064), 0CS; Ppez,pCl, 00, 
pc0O,more,moreframes, irqeof0,cinb; 


Figure 4-11 Transmit Counter 
(Sheet 1 of 2) 
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Q-- --~-------- 1---0 ----------- 1----- 0 
Q-- ---------- 1----0 ---------- 1------ 0 
Q-- --------- 1----- Q --------- ]------- 0 
Q-- -------- 1------ Q -------- 1-------- 0 
Q-- ------- |------- Q ------- 1--------- 0 
Q-- ------ |-------- Q ------ |---------- 0 
Q-- ----- 1--------- Q ----- 1----------- 0 
Q-- ---- |---------- Q ----1------------ 0 
Q-- --- 1 ----------- Q ---1------------- 0 
Q-- --]------------ Q --]-------------- 0 
Q-- -]------------- Q -]--------------- 0 
Q-- ]-------------- Q ]---------------- 0 
Q-- --------------- Q ----------------- 0 
11- ------------ Q--0 ----------- !--1110 
11- ----------- 00--0 ---------- '---1110 
11- ---------- 000--0 --------- !----1110 
11- --------- 0000--0 -------- |----- 1170 
11l- -------- 00000--0 ------- |-—-~-- 1110 
11- ------- 000000--0 ------ | ~------ 1110 
11- ------ 0000000--0 ----- | -----~~---- 0 
11- ----- 00000000--0 ----!----------- id 
11- ----000000000--0 ---!------------ 1. 
11- ---0000000000--0 --!------------- 11 
11- --00000000000--0 ~!-------------- i 
11- -000000000000--0 !--------------- fe 
j-- ---- |--------- 11 -------------- 11-0 
1-- --- 1---------- 1] -------------- 11-0 
]-- --1----------- 1] -------------- 11-0 
1-- -1------------ 11 -------------- 11-0 
1-- 1------------- 11 -------------- 11-0 
11- -------------- Q1 -------------- 11-0 
~]- -------------- 10 -------------- 11-0 
--] ]------------- ~] ---------------- 10 
--] ~]------------- | ---------------- 10 
--] --1------------ | ---------------- 10 
--] ~--1----------- | ---------------- 10 
we -=-- |~---------] ----------------10 
--- --------------- Q ----~-----------10 
-Q- --------------- Q ---------------- 10 


end Cruch Cable 


Figure 4-11 Transmit Counter 
(Sheet 2 of 2) 
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enter a truth table function for a 13-bit counter instead of a numer- 
ous amount of Boolean equations. Notice that in the .OPL file for 
this design, Boolean equations are used along with the truth table 
function for output enables. Actually, two functions were integrat- 
ed into the .OPL file; namely the GAL control logic and the 
counter. 


The file in Figure 4-11, will not fit into the MAPL device due to par- 
titioning problems. Refer to “Integrating Multiple Functions into a 
High Density PLD Using Efficient Mapping Algorithms” in the soft- 
ware section. Thus, the multiple level logic partitioning algorithm 
must be performed to allow the PLA file to be partitioned. An XLT 
term is added to the .OPL file which is shown in Figure 4-12. Once 
the multiple level logic partitioning algorithm is performed, the 
MAPL fitter program will partition the logic and allocate it to 
“pages” in the device. The output from the fitter program is illus- 
trated in Figure 4-13. The only difference between this file and a 
PLA file is that the fitter program appends page bits to the input 
and output columns to allow allocation of logic and transitions 
from page to page within the device. 


The output from the fitter program can then be used with the 
OPAL software to obtain an equations file as well as a JEDEC map. 
Using the JEDEC map and the OPALSIM simulator package, the 
design can be tested and verified. The OPALSIM output wave- 
forms are illustrated in Figure 4-14 through Figure 4-16. 
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begin header 
transmit counter 
end header 


begin definition 


inputs 
txram,txack, framesize,pcin; 
feedbacks (JK, HOLD) 
DELZ PCL, ClO, p67, bCo, DC) 7 0COy PCy 04 7 Cs; PCZ, UCL; 
Gams 
feedbacks (JK, RST) 
PG; 
feedbacks (JK, TOGGLE) 
pO; 
feedbacks (JK,RST) 
more; 
outputs (JK,RST) 
irqeof0,moreframes; 
outputs (JK, TOGGLE) 
pc0; 


end definition 
begin equation 


[pe0, pel, pez p63, p04; 0C5; pcb; pC] #pCS; pc9; C10, pel 1, 
pcl2].oce = txram; 


end equation 
begin truth table 


ttinm Exram,;txack,: framesize,pclZ;pcli,pcl0, peo, pes, pcl, pce, 
DC5/pC4,pC3,;,pcz; pel, D0, pcin, more, pd,;Cind; 

tLout pelZ,pell, pel0, peo; pcs, pes, pee, pes, pe4, pcs, 
pce2,pcl,p0,pc0,more,moreframes, irgeof0,pg,cinb; 


Figure 4-12 Transmit Counter XLT 
(Sheet 1 of 2) 
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---~------- 1---10 -----------1-----10 
---~------ 1----10 ----------1------10 
--------- 1-----10 ---------1-------10 
---~---- |------10 --------1--------10 
------- [-------10 ~------1---------10 
------ |--------10 ------1----------10 
----- ]---------10 -----1-----------10 
----]---------- 10 ----1------------ 10 
---]----------- 10 ---1------------- 10 
~-|------------ 10 --1-------------- 10 
-]------------- 10 -1--------------- 10 
]-------------- 10 1---------------- 10 
~-------------- 00 ~----------------10 
~----------- 0--00 -----------!--11100 
----------- 00--00 -~--------!---11100 
---------- 000--00 ---------!----11100 
~-------- 0000--00 --------!-----11100 
-------- 00000--00 -------!------11100 
------- 000000--00 ------!-------11100 
------ 0000000--00 -----!-----------00 
----- 00000000--00 ----!-----------101 
~---000000000--00 ---!------------ 101 
---0000000000--00 --!-~----------- 101 
--00000000000--00 -!-------------- 101 
-000000000000--00 !--------------- 101 
----]--------- 101 -------------- 11-00 
-~-]---------- 101 -------------- 11-00 
~-]----------- 101 -------------- 11-00 
-|------------ 101 -------------- 11-00 
|------------- 101 -------------- 11-00 
~----------+--- 001 --------------11-00 
~~----------.- 100 --------------11-00 
|-------------- Q] ---------------- 100 
-]------------- Q] ---------------- 100 
-~|------------ 01 ---------------- 100 
---|----------- Q1 ---------------- 100 
-~--]---------- Q1 ---------------- 100 
--------------- 0Q ----------------100 
~-------------- QQ ----------------100 
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p0O.j- pO.k- more.j more.k- pcl2.oe pcll.oe pcl0.ce pc9.0e pc8.oe 
pc7.oe pc6.ce pc5.oe pc4.ce pc3.0e pc2.oce pcl.oce pc0.oe pb2.reg 
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(Sheet 1 of 2) 
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Figure 4-13 
(Sheet 2 of 2) 
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Figure 4-14 Timing Diagram 
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Figure 4-15 Timing Diagram 
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Figure 4-16 Timing Diagram 
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TXACK 


TXRAM~ 


PC_ADDR(12:0) 


Outputs 
MOREFRAMES 


IRQEOFO 


ADDROUT(12:0) 
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Determines the maximum size frame that may 
be transmitted. 


0: 512 bytes 
1: 8192 bytes 


This is used by the MAPL design to determine 
the boundary crossing that signifies the end of 
a frame. 


Transmit acknowledge output from the NSC 
FDDI BMAC (DP83261) Indicates that the 
transmitter is ready for the next data byte. 


Enables the MAPL design to address the Trans- 
mit RAM. 


These are the address inputs to the MAPL de- 
sign. The address lines can be loaded and then 
incremented to address the Transmit RAM. 


MOREFRAMES is asserted whenever there are 
more 512 byte frames in the Tx_RAM to be 
transmitted. 


Request end of frame. Indicates that the data 
ready to be transmitted is the last data byte 
when asserted. Normally, this is the last byte of 
the INFO field of the frame. 


These are the latched PC_ADDR signals that 
address the Tx_RAM. The MAPL design takes 
the PC_ADDR, loads it, and then increments 
through the addresses until the Tx_RAM is 


empty. 





4.7 AMAPL Divide Down Counter with Specific Timing 
Control Options 


Introduction 


This application note demonstrates the use of a MAPL128 in a PC 
add-in FAX/modem card. The MAPL will be used to generate a re- 
petitive 9.6 KHz clock output that can be advanced or delayed by 
the user. 


Description Of Design 


Because of the MAPL128's register intensive nature, four simple 
synchronous state machines can be integrated into one MAPL128 
device for this application. The function of the MAPL128 is to di- 
vide an input clock of frequency 1.536 MHz down by 160 (8 state 
bits required) to achieve a repetitive output clock of frequency 9.6 
KHz. Besides simply dividing an input clock, the MAPL128 allows 
specific user programmabie control. A user can choose to ad- 
vance, (cause the output pulse to occur 4 clock cycles early), or 
delay, (cause the output pulse to occur 4 clock cycles late), the 
output through the use of two control bits named advance and de- 
lay. For example, if a user wishes to advance the output, he would 
write the control bit advance and instead of a divide by 160 output, 
we have a divide by 156 output. In other words, the output occurs 
4x1.536 MHz or 2.6us earlier than expected. This programmable 
feature is incorporated in two simple synchronous state machines 
that fit very well into the MAPL128. 


The motivation for using the MAPL128 is twofold. Because the 
MAPL128 replaces three PAL devices, it saves both board space 
and chip count. 


Let's analyze the state machines that make up the MAPL128 in 
more detail: We achieve the divide by 160 function by implement- 
ing a low counter divide of 16 and a high counter divide of 10. No- 
tice the timing diagram of Figure 4-17 as every sixteenth MCLK, the 
H state changes and upon the transition of Hstate 9 -> 0, the output 
pulse (Figure 4-18) is generated, producing a repetition of 9.6 KHz 
(1/160x1.536 MHz). 
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Figure 4-17 Timing Diagram 
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Figure 4-18 Timing Diagram 
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To advance the output, the user must write the control bit ad- 
vance. Note the state diagram in Figure 4-19 to see how the ad- 
vance input causes a skipping of four states, thus achieving the 
necessary four clock cycle advance. Note also in Figure 4-20 how 
a “cancel advance” signal is generated by the simple advance state 
machine. Cancel advance is necessary to clear the advance control 
bit written by the user. Without the cancel signal, the main counter 
state machine will keep skipping. Likewise, a user can realize a de- 
laying of the output by writing the control bit delay. Note in Figure 
4-21 how “delay” causes a repeat of the same state, eventually 
staying in the same state four extra clocks to net a result output 
four clock cycles later. See how the delay feature repeats the state 
four times before it issues the CANCEL_DEL pulse which ciears the 
delay control bit written by the user and allows the main counter 
state machine to continue. 


The implementation of this design in a .OPL file can be seen in Fig- 
ure 4-22. Since there are a few state machines in this design, the 
truth table function proved to be the simplest solution. The first 
section of the truth table implements the normal state transitions 
for the L states and the H states. This portion of the truth table also 
implements transitions from the normal state to advance or delay 
functions. The second portion of the truth table implements the 
advance function while the third portion implements the delay 


function. 
Signal Description 

Inputs 

MCLK Input clock of frequency 1.536 MHz. 

ADVANCE User generated control bit used to cause out- 
put clock to occur 4 MCLKs earlier. 

DELAY User generated control bit used to cause out- 
put clock to occur 4 MCLKs later. 

Outputs 

FSR Output clock of frequency 9.6 KHz. 

CANCEL_ADV Signal generated by MAPL to reset advance 
control bit. 

CANCEL_DEL Signal generated by MAPL to reset delay con- 
trol bit. 
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Figure 4-19 Advance State Machine 
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Figure 4-20 Timing Diagram 
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Figure 4-21 Delay State Machine 
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Begin Header 


End Header 


Begin Definition 
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Inputs 
rst, advance, delay ; 
Feedbacks (JK, HOLD) 
RS, Zp “Hee NO yds see wedge 2bOy Ze, “Gi. a0" 
Feedbacks (JK,RST) 
aQ; 
Feedbacks (JK,RST, BURIED) 
gO, gl; 
Outputs 
: cancel. adv, cancel del, fsr ; 
End Definition 
Begin Equation 
global.re = rst; 
End Equation 
Begin Truth Table 
ttin advance, delay, h3, h2, hl, h0, 13, 12, 
Op. “AO y. ‘Gly “G0y 
Eroul. ho, h2y ney WO; 235.2. dy. Oy ay. saz; 
cancel adv, cancel del, fsr, gl, g0; 
—Q---3---- = 00° See S= = === —=900 
a a a 1]. = ===00 SSeS SS = = 000 
-~Q------ dol, Se Aepeeee)) SSeS SS. =: oe: == 000 
Se aa ae dee Se 00 a ae ac or 00) 0 
=QS==—) ed =. S00 Se ee eee 0 
-000011111 -— ---00 DOL0Ha<4: = ==" = =000 
=GU=lO0LIT T= ===00 O21 s3> — === ==000 
-000111111 - ---00 ClO0==s— = ==s-==000 
=OOLO0)LELL = ===00 Q101---- - --- ~--000 
=QO1L0LLIL) = ===00 0110---- - --- --000 
—OOLLLD ATs === 00 LQQU0==== = e==' ==000 
=010001 71.7 =~ ===00 LUO L==== = “==, ==000 
=OTOO0 LIL = -==00 VO000<=<] = ——=..2=100 
LOme—--ORenm— — HH 00 0 terre ef ere ee O11 
LO<==-100—- —--00 =<=——+-=-= = -=-- == OF a 
Q1l-------- =- --- Cf ‘==SSees= = (DO00r S=—i) 
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dl, 


Figure 4-22 Divide Down Counter 


Divide Down Counter with Specific Timing Control Options 


LG: cay: G2, 


do, 


10====0000 0 “=—11 me=—OL10 Lore 000 
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LO=—=0011: “0. e=<h1 SSSSlO001 1. ea> 1-000 
Loja 20100) Oo reail S2S= 10: 1 L000 
10e-==0 701. 0: S214 ase LOL ah aa 1000 
L0Ses=0 00 “0: ree S=Sa lOO: dee = L000 
10S S90 LL Oe Se een n=l )0t 1 es: 1-000 
LO=S2=1 000-0 eel) sea: ha L000 
DOS —==L001 30 esa SS—el111. 1 See L000 
10==<"1010..0 -==11 Sees Od SS L000 
LOSS =S)01 Oo sa Ls. S==—1100 0) 2 ==:0=000 
LO0S===100 10. ===] 1) SS=SSl101: Oo es=-0=000 
LOS=—=1101. 0 ea i) SSor 11100 -== 0-000 
LOS===11 10) Sasi SS== ET 1 i =H= 0= 000 
LOs===11 11 0. Ssa)1 see 00007 0 =H= 0-000 
Ot eee =J00000 jj ==aeceei= = (002. =001L0 
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Bus Transaction and DMA Controller 


This application demonstrates the use of the MAPL128 for bus 
state machine control. In this design, the MAPL128 provides bus 
access and DMA control for an I/O board on an asynchronous bus 
(Futurebus+). Although the design is fairly simple, the resulting 
state machine demonstrates flexibility and power of the OPAL 
command language. Less than half of the product terms of the 
MAPL128 are used in this example, so there is room for substantial 
increases in design sophistication. 


The MAPL128 state machine controls accesses from the system bus 
to the local DRAM, from the local CPU to the system bus, and 
block data transfers between local DRAM and the system bus. The 
DMA controller is a discrete design, programmed by the CPU and 
enabled by the state machine. It consists of four sub-blocks: 


1. The local address counter is programmed by the CPU be- 
fore each DMA operation with the start address of the data 
block in DRAM. This can be either the source or destina- 
tion of the transfer, depending on whether a bus write or 
read has been programmed. 


2. The bus address counter is also programmed by the local 
CPU with the start address of the data block on Futurebus. 
Once again, this is independent of the direction of data 
transfer. 


3. The transfer counter determines the total size of the DMA 
transfer. This is programmed by the local CPU at the start 
of each transfer. The local CPU can read the contents of the 
counter in the event of an error or unexpected DMA termi- 
nation condition. Because this is an asynchronous bus, 
this counter must be clocked asynchronously as the DMA 
transfer progresses, and could not be implemented in the 
MAPL128. 


4, The packet counter determines the number of words in 
each bus transaction, breaking up the DMA transfer into 
blocks that the bus can handle. The 8-bit counter allows 
packet sizes of up to 256 words (1 Kbytes on a 32-bit bus) 
in a single bus transaction. This is programmed by the lo- 
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cal CPU as necessary; the counter is automatically reload- 
ed with the last programmed value before each bus 
transfer. 


The MAPL128 state machine takes requests from the system bus 
and generates accesses into local DRAM, takes requests from the 
CPU and generates accesses out to the system bus, and, after the 
CPU has loaded the appropriate DMA controller registers, gener- 
ates accesses to both the DRAM and the system bus. It enables the 
address latches for each type of access. It monitors the transfer and 
packet counters, so that multiple packets are generated until all 
the data is transferred. The actual data transfer is controlled by a 


separate asynchronous state machine. 


The state machine implemented by the MAPL128 contains three 
“subroutines” for the three types of accesses supported. TheMA- 
PL128 waits in the idle state until a request occurs. The state ma- 
chine language uses the if/else if/else syntax to prioritize 
simultaneous requests. BUS_ADDR_HIT is generated by the sys- 
tem bus address decoder, CPU_ADDR_HIT is from the decoder on 
the local bus, and CPU_GO signals that the DMA has been pro- 
grammed by the CPU. After a system bus request, the slave sub- 
routine waits for a bus grant and free local bus before beginning 
the access and enabling data transfer. The machine supports 
locked transactions, which require that the local bus not be re- 
leased between transfers. The master (CPU access} subroutine is 
aimost identical to the slave subroutine. The specific signals mon- 
itored and generated by the MAPL128 can be easily modified for 
any type of CPU or bus interface. 


The DMA state machine first requests the system bus, then the lo- 
cal bus before performing accesses. It will continue to generate 
packets until all the data has been transferred and both counters 
are zero. (The packet counter gets reloaded when it reaches zero, 
until the transfer counter also reaches zero). 


The DMA subroutine waits for the CPU to signal, via an external 
I/O control register bit, that the DMA registers described above 
have been programmed and the transfer is ready to go. It requests 
first the system bus, then the local bus. Once both buses are avail- 
able, it enables the addresses onto both the local and system buses 
and starts the asynchronous bus transfer state machine. With each 
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data transfer, the transfer and packet counters are decremented. 
The state machine will give up the local and system busses be- 
tween transfers in order to allow other devices access to them. 
Once the transfer counter reaches zero, the DMA operation is 
complete. The DMA state machine checks to ensure that the trans- 
fer has completed successfully, and interrupts the CPU. 


Bus I/O Board Biock Diagram 


conte DRAM 
conte Controller 


MAPL128 
Bus Transacton Control 
State Machine 





System Bus 
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Figure 4-23 Bus I/O Board Block Diagram 
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Figure 4-24 Bus Control State Machine 


bus_addr_hit = 0 
cpu_addr_hit =0 
cpu_go =0 






bus_addr_hit =0 
cpu_addr_hii = 0 
Cpu_go =1 










bus_addr_hit = 1 


ee 






dma_ 
local_req 













(local_br:= 71) * 


bus_addr_hit 
cpu_addr_hit 


-O 


(bus_br : = 1) 


master_ 
request 
State idle: 
if bus_addr_hit then s_request 
with local_br := 1 ; 
endwidth 
else 
if cou_addr_hit then m_request 
with bus_br := 1; 
endwidth 
else 
of cpu_go then d_bus_req 
with buS_br '= 7 ; 
endwidth 
else idle ; 
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Figure 4-25 Bus Control State Machine (Idle State) 
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bus_addr_hit = 1 {toca >= 1) 






slave _ 
request 





(local_br : = 1) 







local_bg 


| bg =1 | (local_bgack : = 1) 
local_bus_free =1 










slave_ 
access (local_bgack := 1, 
bus_addr_ien := 1, 


local_as ‘= 1) 









bus _addr_hit = 1 
(iocai_bgack ‘= 7) 






bus _end_ir= 1 


bus_end_tr=1 
bus_lock = 0 


bus_lock = 1 
(local_bgack := 1) 


bus_addr_hit = 0 
bus_lock = 0 












slave _ 
transfer 





bus _addr_hit = 0 bus end tr=0 
bus_lock = 1 (local_bgack := 1, bus_as := 1) 
(local_bgack :=1) 
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Figure 4-26 Bus Control State Machine (Slave) 






bus_addr_hit = 0 


cpu_addr_hit = 1 | (us_br : = 1) 


master_ 
request 





(bus br: = 1) 







bus _| (bus_bgack : = 1) 


master_ 
access 





(bus_bgack := 1, 
local_addr_ien := 1, 
bus_as := 1) 









cpu_addr_hit = 1 
(bus_bgack := 7) 


bus_end tr=1 
bus_lock = 0 









bus_end_tr= 1 
bus_lock = 1 


(bus_bgack := 1) 


cpu_addr_hit = 0 
bus_lock = 0 












master_ 


master_ 
transfer 


locked 






cpu_addr_hit = 0 bus_end tr=0 
bus_lock = 1 (bus_bgack := 1, bus_as := 1) 
(ous _bgack ‘=1) 
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Figure 4-27 Bus Control State Machine (Master) 
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cpu_cir = 1 
cpu_go = 0 










bus_addr_hit = 0 
cpu_addr_hit = 0 


\,) cpu_cir =0 













cpu_go=1} cpu_cir= 1 (cou_int : = 1) 
(bus_br : = 1 cpu_go = 1 
(bus_br : = 1) (bus_br : = 1) 
a (bus_br : = 1) bus_end_tr= 1 
xfr_count_zero = 1 
bus_bg = 1 dma (cpu_int : =1) 


{bus bgack : = 1 next_pack. 


focal_br:=1) | 





(bus_bgack :1, 
local_br := 1) 





| dma 








local_bg = es bus _end_ir = 1 
local_bus_free = 1 transfer 
(bus_bgack := 1 local_byack := 1 
local_bgack : = 1) bus as :=1, 
local_as : = 1) 
dma (bus_bgack : = 1, 
access iOCal_DGacK : = 1, 
Na, bus addr_oen:=1, 
local_addr_oen: = 1, 
bus_as ‘:=1, 
A: bus_end_tr = 1 bus_as := 1) 
packet_count_zero = 0 
xfer_count_zero = 0 
(bus_br: = 1) 
B: bus_end_tr = 1 
packet_count_zero = 0 
xfer_count_zero = 0 
(load_packet_count : = 1) 
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Figure 4-28 Bus Control State Machine (DMA) 


Pe ee ee ee ee nO el on 


begin header 


Synchronous Bus Co 


end header 


begin definition 


Inputs: 


CPU_GO 
CPU_CLR 

LOCAL BG 
LOCAL BUS FREE 
CPU ADDR HIT 


PACKET COUNT ZERO 
XFER_ COUNT ZERO 
BUS ADDR HIT 


BUS BG 

BUS END TR 
BUS LOCK 
BUS ERROR 


Outputs: 


CPU_INT 
LOCAL BR 
LOCAL BGACK 
LOCAL AS 

BUS ADDR_IEN 


LOCAL ADDR _OEN 
LOAD PACKET COUNT 
BUS BR 

BUS BGACK 

BUS AS 

LOCAL ADDR_IEN 
BUS ADDR _OEN 
DMA_ERROR 

j 


inputs 


Signal from the CPU to begin DMA transfers 
Signal from the CPU to clear DMA interrupt 
Bus grant from local arbiter 

Bus free status on local bus 

Local decoder recognizes CPU access to sys- 
tem bus 

DMA data transfer counter equals zero 

DMA data transfer counter equals zero 

Bus decoder recognizes svstem access to 
DRAM 

System bus grant 

System bus end of data transfer 

System bus lock 

System bus transfer error 


DMA complete interrupt signal to CPU 

Local bus request from DMA 

Local bus grant acknowledge 

Local bus address strobe 

Latch enable for system bus address to lo- 
cal bus 

Latch enable for DMA address to local bus 
Load packet transfer size counter 

System bus request 

System bus grant acknowledge 

System bus address strobe 

Latch enable for CPU address to system bus 
Latch enable for DMA address to system bus 
DMA transfer error 


cpu_go, cpu_clir, local bg, local bus free, cpu_addr hit, 
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packet count zero, xfer count zero, bus addr hit, 
bus _ bg, bus_end tr, bus_lock, bus error; 


outputs 
cpu_int, local br, local _bgack, local_as, 
bus addr _ien, local addr_oen, load _packet_count, 
bus br, bus _bgack, bus as, 
local _addr_ien, bus _addr_oen, dma_error; 


statebits (buried) 
S3,S2,51; S03 


end definition 

begin state diagram 

When system bus address hit, request local bus 
When CPU address hit, request System Bus 


When CPU says go, start DMA transfer (request System Bus, 
then local bus) 


state idle 
if bus addr hit then s_ request 
with local. br = 1; 
endwith 
else 


if cpu_addr_ hit then m request 
with bus br := 1; 
endwi 
else 
Lf cpu.go then d bus req 
with bus br := 1; 
endwith 
else idle; 


+ 
Wid 


{ 
kkk Slave State Machine *** 


} 


{ 

| Wait for local bus free (bus grant, all other signals 
| released) (assert BGACK before release of BR) 
} 


State Ss request 
If locel bo“ local. bus free Chen Ss access 
with local bgack. $= 17 
local br := 0; 
endwith 
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else s_ request 
with local br := 1; 
endwith; 


Begin bus transaction 


{ 
| 
| (assert address enable before AS) 
} 


State Ss access : 
goto s transfer 
with local bgack := 1; 


(latched by 


otherwise enter locked state 


bus addr ien := 1; 
local as := 1; 
endwith; 

{ 
| Can release the address enable immediately 
| DRAM controller) 
| When transaction complete, release AS 
| If no lock, release local bus, 
} 


Stale Ss. transier 
case bus_end tr * /bus_ lock 
Dbus-end Cr bus lock 
with local bgack := 
endwith; 
/bus_end tr 
with local bgack 
bus addr ien := 
> local. as..4= 1; 
endwith; 
endcase; 
{ 
| In locked state, 
} 
state s_ locked : 
case bus addr hit S access 
with local bgack := 1; 
endwith; 
/bus_addr hit * /bus_lock 
/ous_addr hit * bus lock 
with local bgack := 1; 
endwith; 
endcase; 
{ 
exe Master State: Machine: 4 
} 
{ 


| Wait for system bus grant 
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S Cransler 
S13 


idle; 
S: tceked 
1; 


wait for new address hit or lock release 


idle; 
s locked 


(assert BGACK before release of BR) 


j 
State -m_ request 
if bus _ bg then m_ access 
With: Dus Doack += 2; 
bus: br y= .0; 
endwith 
else m_request 
Wa cl-bus br 3S. 15 
endwith; 


{ 
| Begin bus transaction 

| (assert address enable before AS) 
} 


State m_access 
goto Mm transter 
With bus. boack - = 1 
Local addr ien 
bus: as 3= 17 
endwith; 


lo“ 


i 


{ 

i Can release the address enable immediately 

| When transaction complete, release AS 

| If no lock, release System Bus, otherwise enter locked state 
1 
> 


State m transfer 
case bus end tr * /bus lock : idle; 
bus end tr * bus iock : m_ locked 
with bus bgack := 1; 
endwith; 
/pus_ end tr : m transfer 
with bus_bgack := 1; 


local addr ten <= 0; 
bus. as 7= 1; 
endwith; 


endcase; 
{ 
| In locked state, wait for new address hit or lock release 
} 
state m_locked 
Case cpu. addr hit: = saccess 
with bus bgack := 1; 
endwith; 
/Gpu. adden. hit: *.7DUS. lock 5: idle; 
jepu addr hit * bus. Lock +s locked 
with bus bgack 3=-1; 
endwith; 


ADDTTIM A TICONAT EVA RANT OC 1 


endcase; 


*x DMA State Machine *** 


{ 
* 
} 
{ 
| Wait for System Bus grant, then request local bus 
| (assert BGACK before release of BR) 
} 
Stave a-ous meq = 
Lf bus bg: then. da. local -req 
with bus bgack := 1; 
bus br := 0; 
local br := 1; 
endwith 
else a bus req 
with bus br := 1; 
endwith; 


{ 

| Wait for local bus free (bus grant, all other signals released) 
| (assert BGACK before release of BR) 
} 


state d_local req : 
if local _ bg * local bus free then d_access 
with bus bgack := 1; 
local bgack := 1; 
local br := 0; 
endwith 
else: cd. ocal req. . 
with bus bgack := 1; 
local br: f= 17 
endwith; 


{ 
| Begin DMA transaction 

| (assert address enables before AS) 
} 


state d. access 
goto d transfer 

with bus bgack := 1; 
local _bgack := 1; 
bus addr oen := 1; 
local _addr_oen := 
bus.-as' 2= 15 
local as := 

endwith; 


LZ 
Le 


{ 


| Can release the address enables immediately 
| When transaction complete, release AS 
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| Interrupt CPU, reload packet counter, or re-request bus, 
| depending on packet and transfer counter states 
} 
state d_transfer 
case bus end tr * /bus error * /packet_count_zero * 
/xfer count zero ; 
d bus req 
with bus_br := 1; 
endwith; 
bus end tr * /bus_error * packet _count_zero * 
/xfer count zero : 
d next _packet 
with load packet count := 1; 
endwith; 
bus end tr * /bus_error * packet _count_zero * 
xfer count _zero 
d_end_dma 
with cpu_int := 1; 
endwith; 
bus_ end tr * /bus_error * /packet_count_zero * 
xfer count _zero 
d_end_ dma 
with cpu_int 1; 
dma error := 1; 
endwith; 
/pus_end tr : d_ transfer 
with bus bgack := 1; 
local bgack 1; 
bus addr oen := 0; 
local addr _oen := 
bus as := 1; 
local_as := 
endwith; 


0; 
Ls 


endcase; 
{ 
| Transfer count <> 0, so reload packet counter and continue 
} 
state d_next_ packet 
goto d_bus req 


with load packet count := 0; 
bus br := 1; 
endwith; 


Error or transfer count = 0 so interrupt CPU and 
wait for clear interrupt 


{ 
| 
| 
} 
{ 
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state d_end_dma 


case cpu clr * /cpu_go : idle; 
Cpu clr *: >epur-go: 5.0. bus reg 


With Dus br 42 17 
endwith; 


fepu Clr * epucgo:-4.-d end ama 


with cpu_int 
dila- GEror <= 
endwith; 
{Cpu clr * -/cpu.:go 
with cpu_int := 1; 
endwith; 


iL; 
ie 


endcase; 


end state diagram 
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270 $ fous access test $ fous access test 


PAGE Le (TET XEKOX EX XOX ED = 
STATE fo X71 XaX5X 6 X4X_5 XOX 2 X7XEX0 _X_3 X_A XBXCXSXAXBXCKDXSXAXEXCX. EF XO 
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LOCAL _BR_ |! Nie Me tee ere ee eh ee eg ef ae 

LOCAL BG |: lef Meee ey ee eo ate ag eee ee ee ea ee 
LOCAL_BG Se ca ae a eee et ee ea ce eae oh ee 
LOCAL _BU_ |! eee et ee TO eee tes 
BUS BR ff nN can SSN eats Cone gee i ia 
BUS_BG ~ as ee ee ae 
BUS_BGAC | ee ee ee ke a an 
BUS_END_ en AP ee ae fe el De ee St 
CPU_ADDR ' ne a erent, 2 aerate one atte ee ee, as 
BUS_ADDR | Ga Ca ae en area : 
BUS_AS _ oar ne ee ee ee et 2 i 
BUS_ADDR | Al ete ei eae Foie ee 
BUS_ADOR | ease ee ee ete ee ee ee ee ee ee 
LOCAL AS fi Fa a ee eee 
LOCAL_AD |: r _ - 
LOCAL_AD_ | ee et ee A ee eee ee es 
CPU_GO | ee ee ee ee ee ee 
CPU_INT ’ Sone eee ee 8 ee eee Bes Oe 
GPU CLR] ee aa ee es 
LOAD _PAC |} Be ee Pe ay gy ee ee ee 
PACKET_C_ |: ee ee ee ge a, ae ef es ee 
XFR_COU [csr ee ea eee eee ee) Gan | ee eer 
BUS_LOCK ee le ee ee ne ot eee a ee 
BUS_ERRO |], 

BMA_ERRO Fi ee eA a we ee ee ee eS 
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Figure 4-29 Timing Diagram 





4.9 AMAPL PC Interface Module for the FDDI MAC Layer 


Evaluation Board 


Introduction 


This application uses the MAPL144, Multiple Array Programmable 
Logic device, as a PC Interface Module. The MAPL144 provides 
access to the transmit and receive RAMs in addition to board reg- 
isters, and the BMAC peripheral chip. Since the MAPL144 is a se- 
quential device, the decode logic is based on a state-machine 
which controls accesses from the system bus. OPAL software is 
used to compile the high-level .OPL file into a JEDEC map which 
can be used with Viewlogic or OPALSIM to test and verify the de- 
sign. It is assumed that the reader is already familiar with the FDDI 
MAC Layer Evaluation Board. 


Description of Design 
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Figure 4-30 gives a simple block diagram of the FDDI MAC Board 
Data Path, while Figure 4-31 gives a block diagram of the Control 
Logic. The function of the PC Interface Module is to interface the 
FDDI MAC Layer Evaluation Board to the PC host. This block fea- 
tures a 20-bit address bus for flexible memory map placement. In 
addition to the address bus, five PC bus control signals as well as 
a couple of board interface signals are included. 


The PC Interface Module provides the chip selects and intermedi- 
ate signals needed for memory select. The board registers MODE, 
STATUS, and FUNCTION are all controlled by the PC Interface 
Module. The peripheral BMAC chip is also controlled by the PC 
Interface with the signal BMACSEL. The intermediate signals gen- 
erated by the PC Interface for memory control are MEMSEL and 
ACK3. Figure 4-32 shows the address mapping for the specific 
functions on the board. 


The PC interface currently used on the FDDI MAC Layer Evalua- 
tion Board utilizes four GAL20V8's. The entry files for these four 
GAL devices were obtained using Boolean equations. Three of 
the GAL devices can be integrated into the MAPL144. The fourth 
GAL device provides combinatorial access of the memories on the 
board. 
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Figure 4-30 FDDI MAC Board Biock Diagram Data Path 


When the Boolean equations for the three GAL devices are com- 
bined into one .OPL file, the logic will not compile into the device 


haraiica nf laginr nartitinnina nrnhlame Tn ntharurarde it ice inahla 
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to allocate logic to different pages when it is specified as being on 
one page. The PC interface was redesigned based on a state ma- 
chine so as to split up the decode logic. Most of the decode logic 
in the Boolean equations was based on access feedback terms. 
These access feedback terms could be incorporated into a state 
machine. This access control state machine is illustrated in Figure 
4-33. Now, each of the eight states can be placed on one page of 
the MAPL144, thus partitioning the decode logic. 


Incorporating the state machine into the .OPL file is now trivial. 
Figure 4-34 shows the final .OPL file for this design. Notice how 


the page bits are defined as state bits in the definition block. This 
allows the designer to free-up three pins for designs that are I/O 
limited. Figure 4-35 shows the output from the fitter. In this par- 


ticular design, manual paging was done by using the page bits as 
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state bits. This way, the designer has the freedom to partition the 
design the way he wants it to be partitioned. 


Signal Description 
Inputs 
SMWR~ System write. 
SMRD~ System read. 
AEN~ Address Enable. 
PCRST PC Reset. 
CBUSACK CBUS Acknowledge from BMAC peripheral. 
INTB Inverse Interrupt Signal. 
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PC19 PC18 PC17 PC16 PC15 PC14 PCi1 PC10 PC9 PC8 PC7 PC6 


REGSEL 1 
MEMSEL 1 
RECEIVE - 
TRANSMIT - 
IOCHCTL 1 
ACK 1 
CBUSACCESS - 
BMACSEL - 
BOARDREG~ - 
MODESEL - 
ATTNENAB~ - 
RUN - 
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Figure 4-33 PC Interface Access Control State Machine 
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begin header 
pe interface (state machine) 
end header 


begin definition 
device MAPL144; 


inputs 
aen, smwr,smrd, 
pcl9,pc18,pcl7,pcl16,pc15, pell, pc10,pc9,pc8, 
pc7,pc6,pc5,pcrst, cbusack, intb; 

outputs (JK,RST) 
statussel,modesel, attnenab, run, bmacsel,ack3,memsel, 
regsel, statusstb, int, iochrdy; 

Sstatebits (DE,RST, BURIED) 
pb2=47, pb1=46, pb0=45; 

STATE NAME 
IDLE=*b000, ACK1W=*b001,ACK1R=*b100, ACK2W=*b010, 
ACK2R=*b101, ACK3W=*b011, ACK3R=*b110, ACK4RW=*b111; 


end definition 

begin equation 
int. 2= /71intb; 

end equation 


begin state diagram 
state IDLE : 

CASE 

/smrd* /aen*pcl19*pc18*/pcl7*pc1l6 : ACKIR 
with /iochrdy := 1; endwith; 

/smwr* /aen*pcl19*pc18*/pcl7*pcl6 : ACK1W 
with /iochrdy := 1; endwith; 

ENDCASE; 


State ACKIW : 
goto ACK2W 
with 
modesel := /pcl5*/pcll*/pcl0*pc9*pc8*/pc7*/pcé; 
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attnenab := /pcl5*/pcll*/pcl0*pc9*pc8*/pc7*pc6é; 
statussel := (pc7*/pc6*/pc5*/pc15*/pcl1l1*/ 
pel0*pc9* pcs); 
statusstb := pc7*/pc6*/pcd; 
run. = pc7*peo*/pci5* /pcli*/pel0*pc9*pestocrst? 
bmacsel := /pci5*/pcll*/pcl0*pc9*/pc8; 
regsel /DCLS3 
memsel := pcl5; 
/LOChrday <= 1; 
endwith; 


state ACKIR : 

goto ACK2R 

with 
modesel := /pcl5*/pcl1*/pcl0*pc3*pc8*/pc7*/pc6; 
attnenab := /pcl5*/pcll*/pcl0*pc9*pc8*/pe7*pcé; 
statussel := (pc7*/pc6*/pc5*/pcl5*/pcl1*/ 

pcl0*pc9* pcs) ; 

statusstb := pc7*/pc6*/pc5; 
run := pc7?*pc6*/pcl5*/pcell*/pcl0*pc9*pc8+pcrst; 
bmacsel += -/pcls*/peli*/ pel 0*oc9*7 pce; 
regsel := /pcl5; 


memsel := pcl5; 
/iochrdy := 1; 
endwith; 


state ACK2W : 
goto ACK3W 
with 
modesel := ?; 
attnenab := ?; 


statussel := ?; 
Statusstb := ?; 
run := ?; 
bmacsel := ?; 
regsel := ?; 
memsel := ?; 
ack3 := 1; 
/iochrdy := 1; 
endwith; 
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state ACK2R : 


goto ACK3R 
with 
modesel 


attnenab : 


statussel 
statusstb 
run en 
bmacsel 
regsel 
memsel 
ack3 
/tochrdy 
endwith; 
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state ACK3R : 
if (pel5+pcll+pc10+/pc9t+pc8) + 


(/pc15*/pcl11*/pcl0*pc9*/pc8* /cbusack) 


then ACK4RW 

with 
statussel := ?; 
YUN: = 27 
bmacsel := ?; 
regsel := ?; 

memsel := ?; 


endwith 

else ACK3R 

with 
modesel := ?; 
attnenab := ?; 
statussel := ?; 
statusstb := ?; 
run s= 2; 
bmacsel := ?; 
regsel := ?; 
memsel := 
ack? <= 1; 
jvocnrdy <= 15 

endwith; 
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state ACK4RW 
if /smrd then ACK4RW 


urith 
VY 


te Lee 


statussel := ?; 


LU: 323 
bmacsel := ?; 
regsel := ?; 
memsel := ?; 
endwith 
else if /smwr then ACK4RW 
else IDLE 
with statussel := 1; endwith; 


end state diagram 
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1Nn2 


#$ TOOL NSC 

#S TITLE pc interface (state machine) 

#$ TITLE 

#S DEVICE MAPL144 

-1 21 

.O 28 

#5 PINS 29 aen:6 smwr:5 smrd:4 pcl19:3 pcl8:2 pcl7:43 pcl6:42 
pei5s:41-pell<:40 pel0:19 peosls pessl7 pelsl4 peorls. pess24 
perst:25 cbusack:26 intb:27 statussel:20 modesel:21 attnen- 
ab:22 run:23 bmacsel:7 ack3:10 memsel:11 regsel:12 statusstb:36 
int:35 iochrdy:34 

#$ NODES 3 pb2:47 pb1:46 pb0:45 

.ilb aen smwr smrd pcl9 pcl8 pci? pcl6é pclS pceii pcid pc9¥ pcs 
pc? pcé6 pc5 perst cbusack intb pb2 pbl pb0d 

Ob pb2.d pb2.ce- pbl.d pbl.ce- pb0O.d pb0O.ce- statussel.j sta- 
tussel.k- modesel.j modesel.k- attnenab.j attnenab.k- run.j 
run.k- bmacsel.j bmacsel.k- ack3.j ack3.k- memsel.j memsel.k- 
regsel.j regsel.k- statusstb.j statusstb.k- int.j int.k- io- 
chrdy.j i1ochrdy.k- 

-type f 

sphase- TTT ila a a ed al 

.p 46 
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oecacn- 0001100----001 
noo--= 0001101----001 
waonen- 00011100---001 
aii ai elaas 100---001 
------- 0001111----001 


----------~----- 0-011 


oq 0001100----100 
foe eo 0001101----100 
qa Se= 00011100---100 


------~--------- O=110 


O01L00D0 ~~ ww rr nnn nnn nnn nnn 00 
O0L000 ~~ LL ~~~ wn nnn nr nnn nwnnnne 
001000 ~~~~1 1 www nnn nnn rr nnn ne 
OOLO001L1L ~~~ ~~ nr nw rn nnn nnnnn ner 
001000 ~~~~~ ~~ wn nnn nnn Ti ese8 
001000~~~~~~ TL] ww rw nnn wn nnn 
001000~~~~~~ sO ees 
001000~~~~~~~~ qj wantew a waen 
001 000~~~~ ~~ www nnn nn li ween 
001000~~~~~~~~~~~~ rere 
001010010101010111010101~~00 
LOLOLO www rr nn nnn nnn nnn nnnnnn 


LOLOLO ~~ www rrr nnn nnn nnn nrn nen 
LOLO1LO ~~ own nw nn errr nnn werner 
LOLOL ~~ www rn wn nnn nnn nnn nnn 
101010 ~~ rw wn nnn nnn nnn nnn nnn 
001010010101010111010101~~00 
100010 ~~ www www nnn www] lo wnn ene 
100010 ~~~~~~~~~~~~ eee eer 
100010 ~~~~ ~~~ wn rrr nnn nn nee 00 
101000010101010111010101~~00 
100010~~1L1 ~~~ wn nw nn nnn nnn nnn 
10001L0~~~~ 11 ~~ www nnn nnn nnn 
LOOOLOLL www nr nn nn rn nr nnn nee 
100010 ~~~ ww nr wn nn wn nee -iacse 
100010~~~~~~ Li ~~~ www nnn nnn ne 
100010~~~~~~ 1 eee 
100010~~~~~~~~ 1 ee 
10101001~~~~0101~~0101~~~~~~ 
10101001~~~~0101~~0101~~~~~~ 
10101001~~~~0101~~0101~~~~~~ 


10101001~~~~0101~~0101~~~~~~ 
101000010101010111010101~~00 
10101001~~~~0101~~0101~~~~~~ 
LOLOL Okeke ene ee eee 
000000 Ikaeen24 24 sk nee e 
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CLK 
Outputs 
STATUSSEL 
STATUSSTB 
MODESEL 
ATTNENAB 
BMACSEL 
RUN 
MEMSEL 
REGSEL 
ACK3 


INT 
IOCHRDY 
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System Clock. 


Output Enable for the STATUS Register. 
Chip Select for the STATUS Register. 

Chip Select for the MODE Register. 

Chip Select for the FUNCTION Register. 
BMAC peripheral Chip Select. 

Reset all state machines. 

Accessing the board under a memory select. 
Accessing the board under a register select. 


Third state in the Access Control State Ma- 
chine. Used for memory selects. 


Interrupt Control. 


I/O Channel Ready. 


CHAPTER 5 
MAPL Support Tools 





5.1 Introduction 


There are a wide variety of third-party programmers and develop- 
ment software tools available to support National Semiconductor’s 
PLDs, including the new MAPL family. With continual additions 
and changes, it is not possible to have the latest support list in this 
databook. The list in this section details all current or scheduled 
software and programmer support for the MAPL family. 





5.2 Programmer Approvals 


National Semiconductor has formal evaluation and certification 
procedures for PLD programmers. A programmer must fully meet 
our device programming specifications and pass extensive quali- 
fication testing in order to gain approval. To maintain device qual- 
ity and avoid high programming fallout, only NSC approved 
programming equipment should be used. 





5.3 PLCC Socket Adapters 


As PLDs move into higher pin count PLCC packages, the choice of 
programming tools becomes more restricted. A few programmers 
are able to support high pin count PLCC packages, but many low- 
er cost units have a 28-pin DIP capacity. It is still possible to pro- 
gram a MAPL device with such programmers by using a DIP to 
PLCC socket adapter. All approved DIP only programmers have 
been tested with such an adapter. Availability of these socket 
adapters is detailed below: 


PROCON Technologies 

(408) 246-4456 ¢ FAX (408) 246-4435 
PN #325-28-1228-DIP (Auto Eject) 
1333 Lawrence Expressway, Suite 207 
Santa Clara, CA 95051 


Emulation Technologies 

(408) 982-0660 ¢ FAX (408) 982-0664 
PN #AS-28-28-DIP-6 (Lidded) 

2344 Walsh Avenue, Bldg. F 

Santa Clara, CA 95051 





5.4 MAPL Development Software 


Package Vendor Version 
OPAL National Semiconductor 1.00 
ABEL-4 Data I/O 4 

CUPL Logical Devices Call vendor 
Workview ViewLogic Call vendor 





5.5 MAPL Programmer Support 


Vendor Programmer Adapter Revision 
BP Microsystems PLD 1128 
DATA I/O Unisite — 3.3 

2900 — 1.4 

29B 303A-011A Scheduled 
Elan Series 5000 145 Scheduled 
GP Industrial AP100 P600 

XP2M M3 1.0 
Logical Devices —  Allpro-88 — 2.1 
SMS Sprint Plus — Scheduled 

Expert — Scheduled 
Stag ZL30A — 42 

3000 ZM3000 IZ 
System General 85A AD19-01 2.0 
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